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Abstract—This paper proposes a hybrid ac/dc micro grid to re-
duce the processes of multiple dc–ac–dc or ac–dc–ac conversions in
an individual ac or dc grid. The hybrid grid consists of both ac and
dc networks connected together by multi-bidirectional converters.
AC sources and loads are connected to the ac network whereas
dc sources and loads are tied to the dc network. Energy storage
systems can be connected to dc or ac links. The proposed hybrid
grid can operate in a grid-tied or autonomous mode. The coordi-
nation control algorithms are proposed for smooth power transfer
between ac and dc links and for stable system operation under var-
ious generation and load conditions. Uncertainty and intermittent
characteristics of wind speed, solar irradiation level, ambient tem-
perature, and load are also considered in system control and oper-
ation. A small hybrid grid has been modeled and simulated using
the Simulink in the MATLAB. The simulation results show that the
system can maintain stable operation under the proposed coordi-
nation control schemes when the grid is switched from one oper-
ating condition to another.

Index Terms—Energy management, grid control, grid operation,
hybrid microgrid, PV system, wind power generation.

I. INTRODUCTION

T HREE PHASE ac power systems have existed for over
100 years due to their efficient transformation of ac power

at different voltage levels and over long distance as well as the
inherent characteristic from fossil energy driven rotating ma-
chines. Recently more renewable power conversion systems are
connected in low voltage ac distribution systems as distributed
generators or ac micro grids due to environmental issues caused
by conventional fossil fueled power plants. On other hand, more
and more dc loads such as light-emitting diode (LED) lights
and electric vehicles (EVs) are connected to ac power systems
to save energy and reduce CO emission. When power can be
fully supplied by local renewable power sources, long distance
high voltage transmission is no longer necessary [1]. AC micro
grids [2]–[5] have been proposed to facilitate the connection of
renewable power sources to conventional ac systems. However,
dc power from photovoltaic (PV) panels or fuel cells has to be
converted into ac using dc/dc boosters and dc/ac inverters in
order to connect to an ac grid. In an ac grid, embedded ac/dc
and dc/dc converters are required for various home and office
facilities to supply different dc voltages. AC/DC/AC converters
are commonly used as drives in order to control the speed of ac
motors in industrial plants.
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Recently, dc grids are resurging due to the development and
deployment of renewable dc power sources and their inherent
advantage for dc loads in commercial, industrial and residen-
tial applications. The dc microgrid has been proposed [6]–[10]
to integrate various distributed generators. However, ac sources
have to be converted into dc before connected to a dc grid and
dc/ac inverters are required for conventional ac loads.

Multiple reverse conversions required in individual ac or dc
grids may add additional loss to the system operation and will
make the current home and office appliances more complicated.

The smart grid concept is currently prevailing in the electric
power industry. The objective of constructing a smart grid is to
provide reliable, high quality electric power to digital societies
in an environmentally friendly and sustainable way. One of most
important futures of a smart grid is the advanced structure which
can facilitate the connections of various ac and dc generation
systems, energy storage options, and various ac and dc loads
with the optimal asset utilization and operation efficiency. To
achieve those goals, power electronics technology plays a most
important role to interface different sources and loads to a smart
grid.

A hybrid ac/dc microgrid is proposed in this paper to reduce
processes of multiple reverse conversions in an individual ac
or dc grid and to facilitate the connection of various renew-
able ac and dc sources and loads to power system. Since en-
ergy management, control, and operation of a hybrid grid are
more complicated than those of an individual ac or dc grid, dif-
ferent operating modes of a hybrid ac/dc grid have been inves-
tigated. The coordination control schemes among various con-
verters have been proposed to harness maximum power from re-
newable power sources, to minimize power transfer between ac
and dc networks, and to maintain the stable operation of both ac
and dc grids under variable supply and demand conditions when
the hybrid grid operates in both grid-tied and islanding modes.
The advanced power electronics and control technologies used
in this paper will make a future power grid much smarter.

II. SYSTEM CONFIGURATION AND MODELING

A. Grid Configuration

Fig. 1 shows a conceptual hybrid system configuration where
various ac and dc sources and loads are connected to the corre-
sponding dc and ac networks. The ac and dc links are connected
together through two transformers and two four-quadrant oper-
ating three phase converters. The ac bus of the hybrid grid is tied
to the utility grid.

A compact hybrid grid as shown in Fig. 2 is modeled using
the Simulink in the MATLAB to simulate system operations and
controls. Forty kW PV arrays are connected to dc bus through
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Fig. 1. A hybrid ac/dc microgrid system.

Fig. 2. A compact representation of the proposed hybrid grid.

a dc/dc boost converter to simulate dc sources. A capacitor
is to suppress high frequency ripples of the PV output voltage.
A 50 kW wind turbine generator (WTG) with doubly fed in-
duction generator (DFIG) is connected to an ac bus to simulate
ac sources. A 65 Ah battery as energy storage is connected to
dc bus through a bidirectional dc/dc converter. Variable dc load
(20 kW–40 kW) and ac load (20 kW–40 kW) are connected to
dc and ac buses respectively. The rated voltages for dc and ac
buses are 400 V and 400 V rms respectively. A three phase bidi-
rectional dc/ac main converter with R-L-C filter connects the dc
bus to the ac bus through an isolation transformer.

B. Grid Operation

The hybrid grid can operate in two modes. In grid-tied mode,
the main converter is to provide stable dc bus voltage and re-
quired reactive power and to exchange power between the ac
and dc buses. The boost converter and WTG are controlled to
provide the maximum power. When the output power of the dc
sources is greater than the dc loads, the converter acts as an
inverter and injects power from dc to ac side. When the total
power generation is less than the total load at the dc side, the
converter injects power from the ac to dc side. When the total
power generation is greater than the total load in the hybrid grid,
it will inject power to the utility grid. Otherwise, the hybrid grid
will receive power from the utility grid. In the grid tied mode,
the battery converter is not very important in system operation
because power is balanced by the utility grid. In autonomous

Fig. 3. Equivalent circuit of a solar cell.

TABLE I
PARAMETERS FOR PHOTOVOLTAIC PANEL

mode, the battery plays a very important role for both power
balance and voltage stability. Control objectives for various con-
verters are dispatched by energy management system. DC bus
voltage is maintained stable by a battery converter or boost con-
verter according to different operating conditions. The main
converter is controlled to provide a stable and high quality ac
bus voltage. Both PV and WTG can operate on maximum power
point tracking (MPPT) or off-MPPT mode based on system op-
erating requirements. Variable wind speed and solar irradiation
are applied to the WTG and PV arrays respectively to simulate
variation of power of ac and dc sources and test the MPPT con-
trol algorithm.

C. Modeling of PV Panel

Fig. 3 shows the equivalent circuit of a PV panel with a load.
The current output of the PV panel is modeled by the following
three equations [11], [12]. All the parameters are shown in
Table I:

(1)

(2)

(3)

D. Modeling of Battery

Two important parameters to represent state of a battery are
terminal voltage and state of charge (SOC) as follows [13]:
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TABLE II
PARAMETERS OF DFIG

(4)

SOC (5)

where is internal resistance of the battery, is the open
circuit voltage of the battery, is battery charging current,
is polarization voltage, is battery capacity, is exponential
voltage, and is exponential capacity.

E. Modeling of Wind Turbine Generator

Power output from a WTG is determined by (6)

(6)

where is air density, is rotor swept area, is wind speed,
and is the power coefficient, which is the function of
tip speed ratio and pitch angle .

The mathematical models of a DFIG are essential require-
ments for its control system. The voltage equations of an induc-
tion motor in a rotating - coordinate are as follows:

(7)

(8)

The dynamic equation of the DFIG

(9)

(10)

where the subscripts , , , and denote -axis, -axis, stator,
and rotor respectively, represents the inductance, is the flux
linkage, and represent voltage and current respectively,
and are the angular synchronous speed and slip speed respec-
tively, , is the mechanical torque, is the
electromagnetic torque and other parameters of DIFG are listed
in Table II.

If the synchronous rotating - reference is oriented by the
stator voltage vector, the -axis is aligned with the stator voltage
vector while the -axis is aligned with the stator flux reference
frame. Therefore, and . The following equa-
tions can be obtained in the stator voltage oriented reference
frame as [14]:

(11)

(12)

(13)

III. COORDINATION CONTROL OF THE CONVERTERS

There are five types of converters in the hybrid grid. Those
converters have to be coordinately controlled with the utility
grid to supply an uninterrupted, high efficiency, and high quality
power to variable dc and ac loads under variable solar irradiation
and wind speed when the hybrid grid operates in both isolated
and grid tied modes. The control algorithms for those converters
are presented in this section.

A. Grid-Connected Mode

When the hybrid grid operates in this mode, the control objec-
tive of the boost converter is to track the MPPT of the PV array
by regulating its terminal voltage. The back-to-back ac/dc/ac
converter of the DFIG is controlled to regulate rotor side cur-
rent to achieve MPPT and to synchronize with ac grid. The en-
ergy surplus of the hybrid grid can be sent to the utility system.
The role of the battery as the energy storage becomes less im-
portant because the power is balanced by the utility grid. In this
case, the only function of the battery is to eliminate frequent
power transfer between the dc and ac link. The dc/dc converter
of the battery can be controlled as the energy buffer using the
technique [15]. The main converter is designed to operate bidi-
rectionally to incorporate complementary characteristic of wind
and solar sources [16], [17]. The control objectives of the main
converter are to maintain a stable dc-link voltage for variable dc
load and to synchronize with the ac link and utility system.

The combined time average equivalent circuit model of the
booster and main converter is shown in Fig. 4 based on the basic
principles and descriptions in [18] and [19] for booster and in-
verter respectively.

Power flow equations at the dc and ac links are as follows:

(14)

(15)
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Fig. 4. Time average model for the booster and main converter.

where real power and are produced by PV and WTG
respectively, and are real power loads connected to
ac and dc buses respectively, is the power exchange between
ac and dc links, is power injection to battery, and is power
injection from the hybrid grid to the utility.

The current and voltage equations at dc bus are as follows:

(16)

(17)

(18)

(19)

where is the duty ratio of switch ST.
Equations (20) and (21) show the ac side voltage equations

of the main converter in ABC and - coordinates respectively
[20]

(20)

(21)

where are ac side voltages of the main con-
verter, are voltages across in Fig. 2, and

, and are the corresponding - co-
ordinate variables.

In order to maintain stable operation of the hybrid grid under
various supply and demand conditions, a coordination control
algorithm for booster and main converter is proposed based on
basic control algorithms of the grid interactive inverter in [19].
The control block diagram is shown in Fig. 5.

The reference value of the solar panel terminal voltage
is determined by the basic perturbation and observation (P&O)
algorithm based on solar irradiation and temperature to harness
the maximum power [21], [22]. Dual-loop control for the dc/dc
boost converter is described in [23], where the control objec-
tive is to provide a high quality dc voltage with good dynamic
response. This control scheme is applied for the PV system to
track optimal solar panel terminal voltage using the MPPT al-
gorithm with minor modifications. The outer voltage loop can
guarantee voltage reference tracking with zero steady-state error
and the inner current loop can improve dynamic response.

Fig. 5. The control block diagram for boost converter and main converter.

The one-cycle delay and saturation limiter in Fig. 5 can as-
sist controller to track faster. In steady state, re-
sides in the linear region of the saturation limiter and is equal
to . It can be seen that a step increase of makes
becomes negative, which in turn makes to be zero during the
first switching period of the transient process. This leads to a
lower for driving the average voltage and up-
ward to follow the command.

To smoothly exchange power between dc and ac grids and
supply a given reactive power to the ac link, PQ control is
implemented using a current controlled voltage source for the
main converter. Two PI controllers are used for real and reactive
power control respectively. When resource conditions or load
capacities change, the dc bus voltage is adjusted to constant
through PI regulation. The PI controller is set as instantaneous
active current reference whereas the instantaneous reactive
current reference is determined by reactive power compen-
sation command.

When a sudden dc load drop causes power surplus at dc side,
the main converter is controlled to transfer power from the dc to
the ac side. The active power absorbed by capacitor leads to
the rising of dc-link voltage . The negative error
caused by the increase of produces a higher active current
reference through the PI control. The active current and
its reference are both positive. A higher positive reference
will force active current to increase through the inner current
control loop. Therefore, the power surplus of the dc grid can be
transferred to the ac side.

Similarly, a sudden increase of dc load causes the power
shortage and drop at the dc grid. The main converter is
controlled to supply power from the ac to the dc side. The
positive voltage error caused by drop makes the
magnitude of increase through the PI control. Because and

are both negative, the magnitude of is increased through
the inner current control loop. Therefore, power is transferred
from the ac grid to the dc side.

The DFIG is controlled to maintain a stable dc-link voltage of
the back-to-back ac/dc/ac converter. The objectives of the rotor-
side converter are to track MPPT of the WTG and to manage
the stator side reactive power. Different control schemes such as



282 IEEE TRANSACTIONS ON SMART GRID, VOL. 2, NO. 2, JUNE 2011

Fig. 6. The DTC control scheme for the rotor side converter.

the direct torque control (DTC) and direct power control (DPC)
have been proposed for a DFIG in literature [24] and [14], [25].
The DTC scheme as shown in Fig. 6 is selected as the control
method for the rotor side converter in this paper. The rotor ro-
tational speed is obtained through the MPPT algorithm, which
is based on the power and speed characteristic of the wind tur-
bine [26]. The rotational speed and mechanical power
are used to calculate the electromagnetic torque . The -axis
rotor side current reference is determined based on through
stator flux estimation. The rotor side - voltages are maintained
through controlling the corresponding current with appropriate
feed forward voltage compensation.

B. Isolated Mode

When the hybrid grid operates in the islanding mode, the
boost converter and the back-to-back ac/dc/ac converter of
the DFIG may operate in the on-MPPT or off-MPPT based
on system power balance and energy constraints. The main
converter acts as a voltage source to provide a stable voltage
and frequency for the ac grid and operates either in inverter
or converter mode for the smooth power exchange between ac
and dc links. The battery converter operates either in charging
or discharging mode based on power balance in the system.
The dc-link voltage is maintained by either the battery or the
boost converter based on system operating condition. Powers
under various load and supply conditions should be balanced
as follows:

(22)

where is the total grid loss.
Two level coordination controls are used to maintain system

stable operation. At the system level, operation modes of the
individual converters are determined by the energy manage-
ment system (EMS) based on the system net power and
the energy constraints and the charging/discharging rate of bat-
tery. The system control logic diagram is shown in Fig. 7.
is defined as the total maximum power generation minus the
total load and minus . The energy constraints of the bat-
tery are determined based on the state of charge (SOC) limits
using SOC SOC SOC . It should be noted that SOC
cannot be measured directly, but can be attained through some
estimation methods as described in [27], [28]. The constraint of
charging and discharging rate is . At local level, the
individual converters operate based on mode commends from
the EMS. Either the PV system or WTG or both have to op-
erate in the off-MPPT mode for Case 1 and Case 2 and in the

Fig. 7. Control mode diagram for the isolated hybrid grid.

Fig. 8. Time average equivalent circuit model for the three converters.

on-MPPT mode for other cases. The battery converter may op-
erate in the idle, charging, or discharging mode for different
cases. The main converter will operate in the inverter mode if

is negative or in the converter mode with positive
. Load shedding is required to maintain power bal-

ance if power supply is less than demand and the battery is at
the minimum SOC.

The time average equivalent circuit model of the booster,
main converter, and battery converter for the isolated operation
is shown in Fig. 8. The inverter part of the circuit model in Fig. 8
is based on the basic principles and descriptions in [29].

The current and voltage equations for the battery converter
and dc link are as follows:

(23)

(24)

(25)

where and are the duty ratio of the switches
and respectively.

The ac side current equations of the main converter in -
coordinate are as follows:

(26)

where and are - currents at the converter side of the
transformer respectively.

Multi-loop voltage control for a dc/ac inverter is described
in [30], where the control objective is to provide a high
quality ac voltage with good dynamic response at different
load conditions. This control scheme can also be applied for
main converter control to provide high quality ac voltage in
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Fig. 9. Block diagram of the battery and main converters for the normal case.

Fig. 10. Block diagram of the booster and battery converter for Case 1.

stand-alone mode with minor modifications. The coordinated
control block diagram for the normal case is shown in Fig. 9. To
provide a stable dc-link voltage, the dual loop control scheme
is applied for the battery converter. The injection current

. It should be noted that the output
of the outer voltage loop is multiplied by before it is set as
the inner loop current reference. Current is defined positive
when flowing into the battery, where the preset dc-link voltage

is set to constant 400 V. Considering a decrease of
caused by sudden load increase or decrease of solar irradiation,
the positive voltage error multiplied by through
the PI produces a negative for the inner current loop, which
makes the battery to transfer from charging into discharging
mode and to rise back to its preset value . The battery
converter is transferred from discharging into charging mode
in the similar control method. The main converter provides a
stable ac bus voltage for the DFIG converter as shown in the
bottom of Fig. 9.

The control objectives for the converters change when the
system transfers from one operating scenario to another. For ex-
ample, the role of the boost converter is changed to provide a
stable dc-link voltage rather than the MPPT for cases 1 and 2,
while the battery converter is controlled to absorb the maximum
power in case 1 and is switched off in case 2. The coordinated
control block diagram for these two converters in Case 1 is de-
scribed in Fig. 10. The boost converter provides a stable dc-link
voltage. The main converter is controlled to provide a stable ac
bus voltage. The current in Fig. 10 is equal to
and is equal to .

The anti-islanding technique is one of the essential functions
for reliable operation of distributed generation systems. Many
anti-islanding detection and control schemes [31], [32] have

TABLE III
COMPONENT PARAMETERS FOR THE HYBRID GRID.

been developed for conventional and power-converter-based
distributed generators and various microgrids. Those techniques
can be modified and implemented in the proposed hybrid grid
to make the system transfer smoothly from the grid tied to
isolated mode.

IV. SIMULATION RESULTS

The operations of the hybrid grid under various source and
load conditions are simulated to verify the proposed control al-
gorithms. The parameters of components for the hybrid grid are
listed in Table III.

A. Grid-Connected Mode

In this mode, the main converter operates in the PQ mode.
Power is balanced by the utility grid. The battery is fully charged
and operates in the rest mode in the simulation. AC bus voltage
is maintained by the utility grid and dc bus voltage is maintained
by the main converter.

The optimal terminal voltage is determined using the basic
P&O algorithm based on the corresponding solar irradiation.
The voltages for different solar irradiations are shown in Fig. 11.
The solar irradiation level is set as W/m from 0.0 s to 0.1 s,
increases linearly to W/m from 0.1 s to 0.2 s, keeps con-
stant until 0.3 s, decreases to W/m from 0.3 s to 0.4 s and
keeps that value until the final time 0.5 s. The initial voltage for
the P&O is set at 250 V. It can be seen that the P&O is continu-
ously tracing the optimal voltage from 0 to 0.2 s. The algorithm
only finds the optimal voltage at 0.2 s due to the slow tracing
speed. The algorithm is searching the new optimal voltage from
0.3 s and finds the optimal voltage at 0.48 s. It can be seen that
the basic algorithm can correctly follow the change of solar irra-
diation but needs some time to search the optimal voltage. The
improved P&O methods with fast tracing speed should be used
in the PV sites with fast variation of solar irradiation.

Fig. 12 shows the curves of the solar radiation (radiation
level times 30 for comparison) and the output power of the
PV panel. The output power varies from 13.5 kW to 37.5 kW,
which closely follows the solar irradiation when the ambient
temperature is fixed.

Fig. 13 shows the voltage (voltage times 0.2 for comparison)
and current responses at the ac side of the main converter when
the solar irradiation level decreases from W/m at 0.3 s to

W/m at 0.4 s with a fixed dc load 20 kW. It can be seen
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Fig. 11. The terminal voltage of the solar panel.

Fig. 12. PV output power versus solar irradiation.

Fig. 13. AC side voltage and current of the main converter with variable solar
irradiation level and constant dc load.

Fig. 14. AC side voltage and current of the main converter with constant solar
irradiation level and variable dc load.

from the current directions that the power is injected from the
dc to the ac grid before 0.3 s and reversed after 0.4 s.

Fig. 14 shows the voltage (voltage times 0.2 for comparison)
and current responses at the ac side of the main converter when
the dc load increases from 20 kW to 40 kW at 0.25 s with a
fixed irradiation level W/m . It can be seen from the current
direction that power is injected from dc to ac grid before 0.25
s and reversed after 0.25 s. Fig. 15 shows the voltage response
at dc side of the main converter under the same conditions. The
figure shows that the voltage drops at 0.25 s and recovers quickly
by the controller.

Fig. 15. DC bus voltage transient response.

Fig. 16. Upper: output power of the DFIG; Lower: AC side voltage versus cur-
rent (Voltage times 1/3 for comparison).

B. Isolated Mode

The control strategies for the normal case and Case 1 are ver-
ified. In the normal case, dc bus voltage is maintained stable
by the battery converter and ac bus voltage is provided by the
main converter. The reference of dc-link voltage is set as 400
V. Fig. 16 shows the dynamic responses at the ac side of the
main converter when the ac load increases from 20 kW to 40
kW at 0.3 s with a fixed wind speed 12 m/s. It is shown clearly
that the ac grid injects power to the dc grid before 0.3 s and re-
ceives power from the dc grid after 0.3 s. The voltage at the ac
bus is kept 326.5 V constant regardless of load conditions. The
nominal voltage and rated capacity of the battery are selected as
200 V and 65 Ah respectively. Fig. 16 also shows the transient
process of the DFIG power output, which becomes stable after
0.45 s due to the mechanical inertia.

Fig. 17 shows the current and SOC of the battery. Fig. 18
shows the voltage of the battery. The total power generated is
greater than the total load before 0.3 s and less than the total load
after 0.3 s. It can be seen from Fig. 17 that the battery operates in
charging mode before 0.3 s because of the positive current and
discharging mode after 0.3 s due to the negative current. The
SOC increases and decreases before and after 0.3 s respectively.
Fig. 18 shows that the voltage drops at 0.3 s and recovers to 400
V quickly.

When the system is at off-MPPT mode in Case 1, the dc bus
voltage is maintained stable by the boost converter and ac bus
voltage is provided by the main converter. Fig. 19 shows the
dc bus voltage, PV output power, and battery charging current
respectively when the dc load decreases from 20 kW to 10 kW
at 0.2 s with a constant solar irradiation level W/m . The
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Fig. 17. Battery charging current (upper) and SOC (lower) for the normal case.

Fig. 18. DC bus voltage transient response in isolated mode.

Fig. 19. DC bus voltage, PV output power, and battery current for Case 1.

battery discharging current is kept constant at 65 A. The dc bus
voltage is stabilized to 400 V after 0.05 s from the load change.
The PV power output drops from the maximum value after 0.2 s,
which means that the operating modes are changed from MPPT
to off-MPPT mode. The PV output power changes from 35 kW
to 25 kW after 0.2 s.

V. CONCLUSION

A hybrid ac/dc microgrid is proposed and comprehensively
studied in this paper. The models and coordination control
schemes are proposed for the all the converters to maintain
stable system operation under various load and resource con-
ditions. The coordinated control strategies are verified by

Matlab/Simulink. Various control methods have been incorpo-
rated to harness the maximum power from dc and ac sources
and to coordinate the power exchange between dc and ac grid.
Different resource conditions and load capacities are tested to
validate the control methods. The simulation results show that
the hybrid grid can operate stably in the grid-tied or isolated
mode. Stable ac and dc bus voltage can be guaranteed when
the operating conditions or load capacities change in the two
modes. The power is smoothly transferred when load condition
changes.

Although the hybrid grid can reduce the processes of dc/ac
and ac/dc conversions in an individual ac or dc grid, there are
many practical problems for implementing the hybrid grid based
on the current ac dominated infrastructure. The total system ef-
ficiency depends on the reduction of conversion losses and the
increase for an extra dc link. It is also difficult for companies to
redesign their home and office products without the embedded
ac/dc rectifiers although it is theoretically possible. Therefore,
the hybrid grids may be implemented when some small cus-
tomers want to install their own PV systems on the roofs and are
willing to use LED lighting systems and EV charging systems.
The hybrid grid may also be feasible for some small isolated in-
dustrial plants with both PV system and wind turbine generator
as the major power supply.
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