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Abstract—File sharing applications in mobile ad hoc networks (MANETs) have attracted more and more attention in recent years. The

efficiency of file querying suffers from the distinctive properties of such networks including node mobility and limited communication

range and resource. An intuitive method to alleviate this problem is to create file replicas in the network. However, despite the efforts on

file replication, no research has focused on the global optimal replica creation with minimum average querying delay. Specifically,

current file replication protocols in mobile ad hoc networks have two shortcomings. First, they lack a rule to allocate limited resources to

different files in order to minimize the average querying delay. Second, they simply consider storage as available resources for replicas,

but neglect the fact that the file holders’ frequency of meeting other nodes also plays an important role in determining file availability.

Actually, a node that has a higher meeting frequency with others provides higher availability to its files. This becomes even more

evident in sparsely distributed MANETs, in which nodes meet disruptively. In this paper, we introduce a new concept of resource for file

replication, which considers both node storage and meeting frequency. We theoretically study the influence of resource allocation on

the average querying delay and derive a resource allocation rule to minimize the average querying delay. We further propose a

distributed file replication protocol to realize the proposed rule. Extensive trace-driven experiments with synthesized traces and real

traces show that our protocol can achieve shorter average querying delay at a lower cost than current replication protocols.

Index Terms—MANETs, peer-to-peer, file sharing, file availability
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1 INTRODUCTION

WITH the increasing popularity of mobile devices, e.g.,
smartphones and laptops, we envision the future of

MANETs consisted of these mobile devices. By MANETs,
we refer to both normal MANETs and disconnected MAN-
ETs, also known as delay tolerant networks (DTNs). The
former has a relatively dense node distribution in an area
while the latter has sparsely distributed nodes that meet
each other opportunistically. On the other side, the emerg-
ing of mobile file sharing applications (e.g., Qik [1] and Flix-
wagon [2]) motivates the investigation on the peer-to-peer
(P2P) file sharing over such MANETs.

The local P2P file sharing model provides three advan-
tages. First, it enables file sharing when no base stations are
available (e.g., in rural areas). Second, with the P2P architec-
ture, the bottleneck on overloaded servers in current client-
server based file sharing systems can be avoided. Third, it
exploits otherwise wasted peer to peer communication
opportunities among mobile nodes. As a result, nodes can
freely and unobtrusively access and share files in the dis-
tributed MANET environment, which can possibly support
interesting applications. For example, mobile nodes can
share files based on users’ proximity [3] in the same build-
ing or in a local community. Tourists can share their travel

experiences or emergency information with other tourists
through digital devices directly even when no base station
is available in remote areas. Drivers can share road informa-
tion through the vehicle-to-vehicle communication.

However, the distinctive properties of MANETs, i.e.,
node mobility, limited communication range and resource,
have rendered many difficulties in realizing such a P2P file
sharing system. For example, file searching turns out to be
difficult since nodes in MANETs move around freely and
can exchange information only when they are within the
communication range. Broadcasting can quickly discover
files, but it leads to the broadcast storm problem [4] with
high energy consumption. Probabilistic routing and file
discovery protocols [5], [6], [7] avoid broadcasting by for-
warding a query to a node with higher probability of
meeting the destination. But the opportunistic encounter-
ing of nodes in MANETs makes file searching and
retrieval non-deterministic.

File replication is an effective way to enhance file avail-
ability and reduce file querying delay. It creates replicas for a
file to improve its probability of being encountered by
requests. Unfortunately, it is impractical and inefficient to
enable every node to hold the replicas of all files in the sys-
tem considering limited node resources. Also, file querying
delay is always amain concern in a file sharing system. Users
often desire to receive their requested files quickly no matter
whether the files are popular or not. Thus, a critical issue is
raised for further investigation: how to allocate the limited
resource in the network to different files for replication so that the
overall average file querying delay is minimized?

Recently, a number of file replication protocols have been
proposed for MANETs [8], [9], [10], [11], [12]. In these
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protocols, each individual node replicates files it frequently
queries [8], [9], [10], or a group of nodes create one replica
for each file they frequently query [10], [11], [12]. In the for-
mer, redundant replicas are easily created in the system,
thereby wasting resources. In the latter, though redundant
replicas are reduced by group based cooperation, neighbor-
ing nodes may separate from each other due to node mobil-
ity, leading to large query delay. There are also some works
addressing content caching in disconnected MANETs/
DTNs for efficient data retrieval [13], [14], [15], [16], [17],
[18], [19] or message routing [20]. They basically cache data
that are frequently queried on places that are visited fre-
quently by mobile nodes. Both the two categories of replica-
tion methods fail to thoroughly consider that a node’s
mobility affects the availability of its files.

In spite of efforts, current file replication protocols lack a
rule to allocate limited resources to files for replica creation
in order to achieve the minimum average querying delay,
i.e., global search efficiency optimization under limited
resources. They simply consider storage as the resource for
replicas, but neglect that a node’s frequency to meet other
nodes (meeting ability in short) also influences the availabil-
ity of its files. Files in a node with a higher meeting ability
have higher availability.

In this paper, we introduce a new concept of resource for
file replication, which considers both node storage and node
meeting ability. We theoretically study the influence of
resource allocation on the average querying delay and derive
an optimal file replication rule (OFRR) that allocates resour-
ces to each file based on its popularity and size. We then pro-
pose a file replication protocol based on the rule, which
approximates the minimum global querying delay in a fully
distributed manner. Our experiment and simulation results
show the superior performance of the proposed protocol in
comparisonwith other representative replication protocols.

The remainder of this paper is organized as follows. Sec-
tion 2 presents the related works. Section 3 presents the
modeling of the influence of the resource allocation on file
searching efficiency under two representative mobility
models. Section 4 introduces the file replication protocol. In
Sections 5, 6, and 7, the performance of our proposed sys-
tem is evaluated through real traces and synthesized mobil-
ity. Section 8 concludes the paper.

2 RELATED WORK

2.1 File Sharing in Normal MANETs

The topic of file replication for efficient file sharing applica-
tions in MANETs has been studied recently. In [10], [11],
[12], an individual node or a group of nodes decide the list
of files to replicate according to file querying frequency.
Hara and Madria [10] proposed three file replication proto-
cols: static access frequency (SAF), dynamic access fre-
quency and neighborhood (DAFN), and dynamic
connectivity based grouping (DCG). In SAF, each node rep-
licates its frequently queried files until its available storage
is used up. SAF may lead to many duplicate replicas among
neighboring nodes when they have the same interested files.
DAFN eliminates duplicate replicas among neighbors. DCG
further reduces duplicate replicas in a group of nodes with
frequent connections by creating replicas for files in the

descending order of their group based querying frequen-
cies. Though DAFN and DCG enable replicas to be shared
among neighbors, neighboring nodes may separate from
each other due to node mobility. Also, they incur high traffic
load in identifying duplicates or managing groups.

Zheng et al. [11] proposed to let each node collect data
access statistics from neighbors to decide the creation or
relinquishment of a replica. Duong and Demeure [12] pro-
posed to group nodes with stable connections and let each
node checks its group members’ potential possibility of
requesting a file and their storage status to decide replicate
the file or not. Yin and Cao [9] proposed to cache popular
files on the intersection nodes of file retrieval paths. Though
it is effective for popular files, it fails to utilize all storage
space on nodes.

Gianuzzi [21] investigated the probability of acquiring a
file, which has n replicas in the network, from the potentially
partitioned network. He also studied the file retrieval perfor-
mance when erasure coding [22] is employed. Chen [23] dis-
cussed how to decide the minimal number of mobile servers
needed to ensure that every data item can be obtained
within at most k ðk � 1Þ hops by any node in the system.
Moussaoui et al. [8] proposed two steps of file replication,
primary replication and dynamic replication, to disseminate
replicas in the network evenly in order to meet user needs
and prevent data loss in the case of network partition.

2.2 File Sharing in Disconnected MANETs/DTNs

Huang et al. [13] discussed how to cache files in servers to
realize the optimal file availability to mobile users in WiFi-
based wireless networks based on node mobility pattern,
AP topology, and file popularity. However, the file servers
in this paper are fixed nodes connecting to APs, while we
consider a more general P2P scenario, in which all mobile
nodes are both file servers and clients. Pitkanen and Ott [17]
proposed the DTN storage module to leverage the DTN
store-carry-and-forward paradigm and make DTN nodes
keep a copy of a message for a longer period of time
required by forwarding. Gao et al. [14] proposed a coopera-
tive caching method in DTNs by copying each file to the
node in each network central location, which is frequently
visited by other nodes. When the central node is full, less-
popular replicas are moved to its neighbor nodes. However,
central nodes may be frequently changed, leading to fre-
quent file transfers and high overhead. QCR [15] leverages
caching for multimedia content dissemination in opportu-
nistic networks. It considers data retrieval delay and the
probability that users will require the same content based
on previously experiences to decide the caching policy.
SEDUM [20] also uses replication to create redundant mes-
sages in routing for DTNs, thereby enhancing routing suc-
cess rate. PSEPHOS [16] considers three factors including
data access frequency, user preference, and node mobility
to decide the data caching. The author in [18] considers the
contact duration in DTNs to better improve data retrieval
probability through replication. In [19], both social commu-
nity structures and contact duration among nodes are con-
sidered to decide where and how much to cache data in
DTNs.However, these methods fail to consider that the
mobility of a node affects the availability of files or
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messages. They also do not optimize the replication distri-
bution to enhance file availability or routing success rate.

3 THEORETICAL ANALYSIS OF GLOBALLY

OPTIMAL FILE REPLICATION

3.1 Modeling Replication Optimization Problem

We present the general process to model the expected file
querying delay with file replication. We let m̂i be the proba-
bility that a node’s newly met node in the coming time inter-
val is node i, which reflects the meeting ability of the files on
node i. We also use Xij to denote whether node i owns file j
or its replication. Then, the average number of time inter-
vals needed to meet a specific file, say file j, can be repre-
sented as

T̂j ¼ 1PN
i¼1m̂iXij

; (1)

then, the average number of intervals needed to satisfy a
request is

T̂ ¼
XF
j¼1

qjT̂j ¼
XF
j¼1

qjPN
i¼1 m̂iXij

; (2)

where qj is the probability of querying file j. With Formula
(2), we can formulate the global optimization problem as
minimizing T̂ , which can be further utilized to deduce the
optimal replication rule.

However, the calculation of m̂i may be complex and
makes the minimization problem non-trivial. We will dis-
cuss how this is handled with two common mobility models
later in Section 3.3.

3.2 Node Movement Models

Recall that we consider two types of MANETs (i.e., normal
MANETs and disconnected MANETs) in this paper. In the
research area of MANETs, the random waypoint model
(RWP) [24] is mainly used for the normal MANETs and
the community-based mobility model [25] is often used for
the disconnected MANETs (and DTNs). Thus, we also
use the two models to represent the two types of MANETs
in theoretical analysis. We leave the analysis for other
mobility models, e.g., those created by Bonn Motion Tool
[26], to future work.

3.2.1 Random Waypoint Model for Normal MANETs

As some MANET replication protocols [10], [11], [21], we
use the random waypoint model [24] to model node mobil-
ity in normal MANETs. In RWP, nodes repeatedly move to
a randomly selected point at a random speed, which means
each node has roughly similar probability to meet other
nodes. However, nodes usually have different probabilities
of meeting nodes in reality, i.e., nodes with faster speed can
meet others more frequently. We hence let each node have a
randomly obtained speed in this paper, rather than a contin-
uously varying speed as in the normal RWP model.

3.2.2 Community-Based Mobility Model for

Disconnected MANETs

The community-based mobility model [25] has been
used in content dissemination or routing algorithms for

disconnected MANETs/DTNs [27], [28] to depict node
mobility. In this model, the entire test area is split into dif-
ferent sub-areas, denoted as caves. Each cave holds one
community. A node belongs to one or more communities
(i.e., home community). The routines and (or) social rela-
tionships of a node tend to decide its mobility pattern.
When moving, a node has probability Pin to stay in the
home community and probability 1� Pin to visit a foreign
community. A node moves within its home communities
for most of the time (i.e., Pin usually is large). Please refer
to [25] for more details.

3.2.3 Assumptions and Limitations

With above two mobility models, our analysis replies on
two assumptions: 1) the probability of meeting a certain
node is the same for all nodes (RWP model) or all nodes
in its home community (community-based model) and
2) nodes move independently in the network (both models).
The two assumptions may not always hold in real cases,
which limits the applicability of the analysis results in our
paper. However, the analysis results can provide instruc-
tions on file replication because the two models can repre-
sent key characteristics in real scenarios and have been
widely used in research works [10], [11], [21], [27], [28]. We
have briefly discussed how to expand the analysis to gen-
eral scenarios without the two assumptions in Section 3.3.3.

3.3 Theoretical Analysis

In this section, we theoretically analyze the influence of the
file replica distribution on the overall file querying delay in
MANETs under the two mobility models following the pro-
cess introduced in Section 3.1. Please refer to Table 1 for the
meanings of notations.

3.3.1 Optimal File Replication with the RWP Model

In the RWP model, we can assume that the inter-meeting
time among nodes follows exponential distribution [29],
[30]. Then, the probability of meeting a node is independent
with the previous encountered node. Therefore, we define
the meeting ability of a node as the average number of nodes
it meets in a unit time and use it to investigate the optimal
file replication. Specifically, if a node is able to meet more

TABLE 1
Notations in Analysis
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nodes, it has higher probability of being encountered by
other nodes later on.We usemi to denote the probability that
the next node a request holder meets is node i. Then, mi is
proportional to node i’s meeting ability (i.e., Vi). That is

mi ¼ ViPN
k¼1 Vk

¼ Vi

V N
; (3)

where N denotes the total number of nodes and V denotes
the average meeting ability of all nodes.

We use vector ðVj1; Vj2; . . . ; VjnjÞ to denote the meeting
abilities of a group of nodes holding file j or its replica,
where nj is the number of file j (including replicas) in the
system. Then, the probability that a node obtains its
requested file j from its encountering node is the sum of the
probabilities of encountering nodes that hold file j or its rep-
lica. That is,

pj ¼
XN
i¼1

miXij ¼
XN
i¼1

Vi

V N
Xij ¼

Xnj
k¼1

Vjk

V N
; (4)

whereXij is a zero-one variable that denotes whether node i
contains file j or its replica.

As stated above, a node’s probability of being encoun-
tered by other nodes is proportional to the meeting ability
of the node. This indicates that files residing in nodes with
higher meeting ability have higher availability than files in
nodes with lower meeting ability. So we take into account
both meeting ability and storage in measuring a node’s
resource. When a replica is created on a node, it occupies
the memory on the node. Also, its probability of being met
by others is decided by the node’s meeting ability. This
means that the replica naturally consumes both the storage
resource and the meeting ability resource of the node.
Therefore, we denote the resource on a node by SiVi, in
which Si denotes node i’s storage space and Vi denotes its
meeting ability. Then, the total amount of resources in the
system (R) is

R ¼
XN
i¼1

SiVi: (5)

Thus, the total resources allocated to file j is

Rj ¼ bj
Xnj
k¼1

Vjk; (6)

where bj is the size of file j. Based on Equation (6), Equa-
tion (4) can be represented as

pj ¼ bj
Pnj

k¼1 Vjk

bjV N
¼ Rj

bjV N
: (7)

Thus, the probability of meeting file j after k ðk ¼ 1;
2; 3; . . .Þ time intervals (i.e., average inter-meeting time
among nodes) is

ð1� pjÞk�1pj;

and the average number of time intervals needed for a node
to meet a node containing file j is

Tj ¼
X1
k¼1

kð1� pjÞk�1pj ¼ 1

pj
¼ bjV N

Rj
: (8)

We use qj 2 ½0; 1� to denote the probability of generating a
request for file j in the system. Then, the average number of
intervals needed to satisfy a request is

T ¼
XF
j¼1

qjTj ¼
XF
j¼1

qj
bjV N

Rj
¼ VN

XF
j¼1

qjbj
Rj

: (9)

We aim to minimize the global file querying delay (i.e., T )
by file replication. According to Equation (9), T is decided by
qj, bj andRj, and the values of qj and bj are decidedby the sys-
tem. Thus, the problem of optimal resource allocation is then
converted to finding the optimal amount of resource (Rj) for
each file j under the restriction of total available resource in
order to achieve theminimumaverage querying delay.

Suppose Bj ¼ qjbj, with Equations (5) and (9), the prob-
lem of optimal resource allocation is expressed by

minðT Þ ¼ min
XF
j¼1

qjbj
Rj

( )
¼ min

XF
j¼1

Bj

Rj

( )
; (10)

subject to XF
j¼1

Rj � R:

Equation (9) also indicates that each Rj should be as large
as possible in order to minimize T . Therefore, we assume all
resources (R) are allocated.

XF
j¼1

Rj ¼ R: (11)

By applying Formula (11), Formula (10) is changed to

minðT Þ

¼ min

�
B1

R1
þB2

R2
þ � � � þ BF

R� ðR1 þR2 þ � � � þRF�1Þ
�
:

(12)

Next, we try to find the value of Rjð1 � j � F � 1Þ that
satisfies Formula (12). Specifically, we first calculate the first
order (necessary) condition by differentiating T on each
Rjð1 � j � F � 1Þ respectively, and find the value of Rj that
makes the differentiated formula equal 0. The resultant for-
mulas after differentiation are

B1

R2
1

� BF

fR � ðR1 þR2 þ � � � þRF�1Þg2
¼ 0; (13)

� � � � � � � � �
BF�1

R2
F�1

� BF

fR � ðR1 þR2 þ � � � þRF�1Þg2
¼ 0: (14)

Combine all above F � 1 equations, we get

B1

R2
1

¼ B2

R2
2

¼ B3

R2
3

¼ � � � ¼ BF�1

R2
F�1

¼ BF

R2
F

: (15)

To achieve the minimal average delay, the second order
(sufficient) condition should be larger than 0 as below:

�2B1

R3
1

� �2BF

fR � ðR1 þR2 þ � � � þRF�1Þg3
> 0 (16)

� � � � � � � � �
�2BF�1

R3
F�1

� �2BF

fR � ðR1 þR2 þ � � � þRF�1Þg3
> 0: (17)
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If Equation (15) is true, based on Equation (11), Formu-
las (16) and (17) can be transformed to below

1

RF
� 1

R1

� �
2B1

R2
1

> 0 (18)

� � � � � � � � �
1

RF
� 1

RF�1

� �
2BF�1

R2
F�1

> 0: (19)

When RF < Rj (j 2 ½1; F � 1�), Equations (18) and (19)
(i.e., the second order condition) are satisfied. Recall that
above result is obtained when we replace RF with
R� ðR1 þR2 þ � � � þRF�1Þ in Equation (10). If we replace
Rk (k 2 ½1; F �) with R� ðR1 þ � � �Rk�1 þRkþ1 þ � � �RF Þ, the
second order is also satisfied when Rk < Rj (j 2
½1; F �; j 6¼ k). In summary, the second order is satisfied
when the resource allocated for one file is less than the
resource allocated for any other file. This condition is
always true because there always exists a file with the small-
est amount of allocated resource. Therefore, as long as the
first order condition (Equation (15)) is satisfied, the second
order condition is also satisfied.

Then, according to Equations (11) and (15), we can see
that the optimal allocation is

Rj ¼
ffiffiffiffiffiffi
Bj

p
PF

k¼1

ffiffiffiffiffiffi
Bk

p R ðj ¼ 1; 2; 3; . . . ; F Þ: (20)

This means that the optimal resource allocation is
achieved through the square root policy, i.e., the portion of
resource for file j is in direct proportion of the square root
of Bj

Rj /
ffiffiffiffiffiffi
Bj

p ) bj
Xnj
k¼1

Vjk /
ffiffiffiffiffiffiffiffi
bjqj

p
: (21)

That is

Xnj
k¼1

Vjk /
ffiffiffiffi
qj
bj

r
)

Xnj
k¼1

Vjk / Pj: (22)

We call
ffiffiffiffiffiffiffiffiffiffi
qj=bj

p
the Priority Value (P ) of file j as it repre-

sents the relative priority in acquiring resource for the
global optimization on querying delay.

Based on Formula (22), we derive the optimal file replica-
tion rule that gives the direction for the optimal resource
allocation that leads to the minimum average file querying
delay under the RWP model.

OFRR. In order to achieve minimum overall file querying
delay, the sum of the meeting abilities of replica nodes of file j
should be proportional to Pj ¼

ffiffiffiffiffiffiffiffiffiffi
qj=bj

p
.

3.3.2 Optimal File Replication with the Community-

Based Mobility Model

In this section, we conduct the analysis under the
community-based mobility model. Unless otherwise speci-
fied, we use the same notations in Table 1 (which is for the
RWP model) but add 0 to each notation to denote that it is
for the community-based mobility model. Recall that in
the RWP model, we can assume that the inter-meeting
time among nodes follows the exponential distribution.
Based on this assumption, we can calculate the probability

that a newly met node is node i (i.e., mi), which is used to
find the expected time T to satisfy a request and finally
deduce the OFRR that can minimize T . However, under
the community-based mobility model, this assumption
does not hold [31]. This makes it difficult to calculate mi,
which makes the process of minimizing the overall delay
T 0 a formidable problem. To deal with this problem, rather
than considering meeting ability, we consider each node’s
satisfying ability. It is defined as a node’s ability to satisfy
queries in the system (denoted by V 0

i ) and is calculated
based on the node’s capacity to satisfy queries in each
community.

We useNc to denote the number of nodes in community c.
Then, community c holds Nc

N fraction of nodes in the system.
Node i’s satisfying ability to community c depends on both
the number of different nodes in c it meets in a unit time
period (denoted by Mic) and the number of queries gener-
ated by nodes in c. In this model, since nodes’ file interests
are stable during a certain time period, we assume that each
node’s file querying pattern (i.e., querying rates for different
files) remains stable in the considered period of time.

Then, the number of nodes in a community represents
the number of queries for a given file generated in this com-
munity. As a result, a file holder has low ability to satisfy
queries from a small community. Thus, we integrate each
community’s fraction of nodes (i.e., Nc

N ) into the calculation
of the satisfying ability. Therefore,

V 0
i ¼

XC
c¼1

Mic
Nc

N
; (23)

where C is the total number of communities.
Given nj nodes that hold file j or its replicas, we again

use vector ðV 0
j1; V

0
j2; . . . ; V

0
jk; . . . ; V

0
inj

Þ to denote the satisfying
abilities of these nodes. Then, the overall ability of nodes in
the system to satisfy requests for file j (denoted by Oj) is the
sum of all satisfying abilities times a redundancy elimina-
tion factor a.

Oj ¼ a
Xnj
k¼1

V 0
jkða 2 ½0; 1�Þ; (24)

a is added because different holders of file j may meet the
same requester for file j in the same time unit. Since the
requester has only one request for file j, only the first meet-
ing satisfies the file request, and the subsequent meetings
do not satisfy any requests for file j. In other words, a

denotes the “discount” on the overall satisfying ability con-
sidering the fact that the satisfying abilities of different file
holders may overlap.

Then, the number of time intervals (i.e., average inter-
meeting time among nodes) needed to satisfy a request for
file j is

T 0
j ¼

1

Oj
¼ 1

a
Pnj

k¼1 V
0
jk

: (25)

Recall that bj denotes the size of file j and qj denotes the
probability of initiating a request for file j from nodes in the
system. Similar to Equation (6), the total resources (satisfy-
ing resource and storage resource) allocated to file j can be
represented by R0

j ¼ bj
Pnj

k¼1 V
0
jk. As a result, the average
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number of time intervals needed to satisfy a request in the
system is

T 0 ¼
XF
j¼1

qjT
0
j ¼

XF
j¼1

qj
1

a
Pnj

k¼1 V
0
jk

¼ 1

a

XF
j¼1

qjbj
R0

j

: (26)

Then, the problem of optimal resource allocation can be
expressed by

minðT 0Þ ¼ min
XF
j¼1

qjbj
R0

j

( )
¼ min

XF
j¼1

Bj

R0
j

( )
(27)

subject to XF
j¼1

R0
j � R:

We can find that Equation (27) is the same as Equa-
tion (10). Then, we follow the same process after Equation
(10) and deduce the OFRR rule in disconnectedMANETs as

Xnj
k¼1

V 0
jk /

ffiffiffiffi
qj
bj

r
)

Xnj
k¼1

V 0
jk / Pj: (28)

We see that the OFRR under the community-basedmobil-
ity model (Equation (28)) is the same as the OFRR deduced
with the RWPmodel (Equation (22)) except that V 0

jk is the sat-
isfying ability (Equation (23)) in the formerwhile is themeet-
ing ability (defined in Table 1) in the later. It is intriguing to
find that Equation (23) turns to be the same as the definition
of Vi in Table 1 if the number of community is 1. This means
that the OFRR expressed by Equation (22) is a special case of
the OFRR expressed by Equation (28). As a result, our previ-
ously deduced OFRR can be the OFRR for MANETs under the
two mobility models.

It is interesting to find that the OFRR follows the “square
root assignment rule” derived by Kleinrock [32] for the link
capacity assignment in wireless communication to maxi-
mize the network efficiency. It also matches with the find-
ings in [33] that when file servers may be unavailable due to
node dynamism, the wired P2P content distribution systems
can achieve the maximum file hit rate when available stor-
age is allocated in proportion to a constant value plus
lnðqj=bjÞ for each file.

3.3.3 Extension to General Node Mobility Models

In above two sections, we deduced the OFRR rule in RWP
mobility model and community-based mobility model fol-
lowing the basic idea in Section 3.1. However, above anal-
ysis relies on two assumptions mentioned in Section 3.2.3,
which may not hold in general node mobility models.
Therefore, it is non-trivial to extend above analysis to
general cases directly. Specifically, in certain mobility
models, different nodes may have different visiting pref-
erences or patterns, making different nodes’ probabilities
of meeting node i in the next encountering (m̂i) lack a
general expression.

However, there are some ways to make the analysis in
general cases possible. For example, we can incorporate
new factors into m̂i to express each node’s distinct pattern,
e.g., active levels and community identities. These factors
usually represent how frequent a node meets others. We

can also first measure the meeting abilities of different
nodes in a real scenario and then assign labels to each node
to indicate its rough meeting ability. With these simplifica-
tions, m̂i can be expressed and the analysis can be con-
ducted. We leave the research following such a direction to
future work.

On the other hand, there are possibly fixed nodes in the
system, which are naturally supported in our analysis. This
is because we only care a node’s storage and meeting ability
regarding creating file replicas. Though fixed nodes do not
move, they can meet other nodes, which means their meet-
ing abilities can be measured or even formulated. As a
result, fixed nodes are regarded the same as mobile nodes
in the system.

3.4 Meeting Ability Distribution in Real Traces

We measured the meeting ability distribution from real
traces to confirm the necessity to consider node meeting
ability as an important factor in the resource allocation in
our design. Specifically, for normal MANETs, we used the
Dartmouth trace [34], which was obtained through an out-
door project in Dartmouth College. The trace provides posi-
tion records of 35 laptop nodes moving randomly and
independently across different sections of an open field. For
disconnected MANETs, we used the MIT Reality trace [35]
and the Haggle trace [36]. In the former, 97 smart phones
were distributed to students and faculties at MIT. In the lat-
ter, 98 iMotes were assigned to scholars attending the
Infocom’06 conference. In both traces, the encountering
among participating nodes was recorded.

For each trace, we measured the meeting abilities of all
nodes and ranked them in decreasing order, as shown in
Figs. 1a and 1b. We see that in all three traces, node meeting
ability is distributed in a wide range. This matches with our
previous claim that nodes usually have different meeting
abilities. Also, it verifies the necessity of considering node
meeting ability as a resource in file replication since if all
nodes have similar meeting ability, replicas on different
nodes have similar probability to meet requesters, and
hence there is no need to consider meeting ability in
resource allocation.

4 DISTRIBUTED FILE REPLICATION PROTOCOL

In this section, we propose a distributed file replication
protocol that can approximately realize the optimal file
replication rule with the two mobility models in a distrib-
uted manner. Since the OFRR in the two mobility models
(i.e., Equations (22) and (28)) have the same form, we

Fig. 1. Meeting ability distribution.
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present the protocol in this section without indicating the
specific mobility model. We first introduce the challenges
to realize the OFRR and our solutions. We then propose a
replication protocol to realize OFRR and analyze the effect
of the protocol.

4.1 Challenges and Solutions to Achieve the OFRR

Challenge 1: resource allocation without a central server.
OFRR shows that in order to realize the globally optimal
querying delay, each file’s popularity (qj) and size (bj),
and the system resource (R) information (both node stor-
age size and moving ability) must be known in order to
decide the portion of resource for each file for replica
creation. Specifically, suppose there are F files in the sys-
tem with b1q1 � � � bF qF and total resource R, the resource
allocated to file j (Rj) should be

Rj ¼ R� ffiffiffiffiffiffiffiffi
bjqj

p �XF
k¼1

ffiffiffiffiffiffiffiffiffi
bkqk

p
: (29)

Then, an intuitive way to achieve this goal is to setup a
central server to collect above information, conduct the
resource allocation for each file, and distribute the informa-
tion to file owners to replicate their files. However, the
nature of the distributed network, node mobility, and trans-
mission range constraint make the building of such a central
server infeasible. For example, since nodes are constantly
moving and have limited communication ranges, it is
impossible for each node to update its information to or
receive information from the server timely. Thus, a severe
challenge is to enable a node to distributively figure out the
proper portion of resources for each of its files without a
central server.

Even when each node knows
ffiffiffiffiffiffiffiffi
bjqj

p
=
PF

k¼1

ffiffiffiffiffiffiffiffiffi
bkqk

p
of each

of its files, the total amount of resources available in the sys-
tem may change due to node joins and departures, which
makes it difficult for a node to calculate the portion of resour-
ces for each of its files (Rj). For example, suppose there are
only two files in the system, say f1 and f2, and the ratio of
their allocated resources should be 4:1. If the total amount of
resourceR ¼ 40, the amount of resource allocated to f1 is 32.
If R ¼ 60, the amount for f1 should be adjusted to 48. Fur-
ther, the time-varying file popularity (qj) makes the problem
even more formidable. Therefore, OFRR cannot be simply
realized by letting each node distribute replicas of a file until
an absolute amount of resource is accupied.

Solution to Challenge 1: resource competition. The OFRR (i.e,
Formula (22)) requires that for each file, the sum of its rep-
lica nodes’ meeting abilities,

PnF
k¼1 VFk, is proportional to its

priority value P . In other words, OFRR can be shown by

P1

�Xn1
k¼1

V1k ¼ P2

�Xn2
k¼1

V2k � � � ¼ PF

�XnF
k¼1

VFk; (30)

where nj ðj 2 ½1; 2; . . . ; F �Þ represents the number of replica
nodes of file j. Then, we can let each file, say file j, periodi-
cally compete for the resource with its current Pj=

Pnj
k¼1 Vjk.

In one competition, the file with the highest Pj=
Pnj

k¼1 Vjk has
the highest probability to win, i.e., creating one replica. After
a file creates a replica, its Pj=

Pnj
k¼1 Vjk decreases. The compe-

tition stops when all resources are allocated. Thus, files with

larger Pj=
Pnj

k¼1 Vjk win more competitions and receive more
resources and files with smaller Pj=

Pnj
k¼1 Vjk only win few

competitions and receive less resources. The competition
gradually lets each file receive its deserved portion of resour-
ces based on OFRR. By enabling file owners to distributively
compete for resource for their files, we can realize OFRR
without a central server.

Challenge 2: competition for distributed resource. In a
MANET, available resources are scattered among different
nodes moving in the network. This poses three problems.
First, different file owners are scattered and can hardly
gather together to conduct the resource competition. Sec-
ond, after a file is replicated to a number of nodes, it is diffi-
cult to collect the popularity of the replicas to update the P
of the file. Third, since the number of nodes met by a file
owner is limited, a single file owner cannot distribute repli-
cas efficiently and quickly. We propose a work-around for
this problem. Specifically, we regard a file and its newly cre-
ated replica as two different files, which participate in fur-
ther competition independently with evenly split P .
However, this brings another challenge: since replica nodes
of a file are scattered in the network, how to ensure that the
overall

P
Vjk is proportional to the overall P of the file?

Solution to Challenge 2: distributive competition on selective
resources. In the solution to Challenge 1, each file periodi-
cally competes for resource with its current Pj=

Pnj
k¼1 Vjk.

However, as previously mentioned, it is a challenge to keep
the overall P proportional to the overall

P
Vjk while replica

holders are scattered. We indirectly resolve this problem by
keeping the average V of the replica nodes of a file close to
V . Then, Formula (22) can be re-expressed as

nj 	 V /
ffiffiffiffi
qj
bj

r
) nj /

ffiffiffiffi
qj
bj

r
) nj / Pj: (31)

In such a case, when the number of replicas of each file is
proportional to its Pj ¼

ffiffiffiffiffiffiffiffiffiffi
qj=bj

p
, OFRR is satisfied. To attain

this goal, we let each node deliberately select a neighbor
node to create replicas of its file so that the average meeting
ability of the file’s replica nodes equals or is closest to V .
Considering the diverse node mobility in the network, a
node can easily find replica nodes that satisfy the above
requirement during its movement. Then, based on Equa-
tion (31), each node only needs to consider the P of each file
in the resource completion. Upon winning a competition for
a file, a node splits the file’s P evenly between the file and
the replica. After this, the popularity of each file/replica is
independently and continuously updated based on the
number of requests received for it in a unit time period.

When a replica is deleted in the competition, we cannot
reverse the process of priority split because it is very
difficult to track locations of the holders of the file in
a distributed manner due to the mobility of nodes in MAN-
ETs. Fortunately, we can use the querying popularity q to
handle this problem. In this case, the qs (or Ps) of other rep-
licas of the file increase since they can receive more requests
for the file as the total amount of requests for the file is fixed,
i.e., decided by the overall file popularity. That is, the sum
of the replicas’ Ps equals the overall P of the original file j
(Pi). The increase of the priority values of other replicas of
the file can be regarded as a reverse of the priority split. As
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a result, the number of replicas of each file is proportional to
the sum of the meeting abilities of its replica nodes, thereby
realizing Formula (22), i.e., OFRR.

4.2 Design of the File Replication Protocol

The two solutions to handle the challenges in achieving the
OFRR described above represent a maximal approximation
to realize the OFRR in a distributed manner. Based on the
solutions, we propose the priority competition and split file
replication protocol (PCS). We first introduce how a node
retrieves the parameters needed in PCS and then present
the detail of PCS.

In PCS, each node dynamically updates its meeting abil-
ity (Vi) and the average meeting ability of all nodes in the
system (V ). Such information is exchanged among neighbor
nodes. We explain the detail of this step in Section 4.3. Each
node also periodically calculates the Pj ¼

ffiffiffiffiffiffiffiffiffiffi
qj=bj

p
of each of

its files. The qj is calculated by qj ¼ uj=U , where uj and U
are the number of received requests for the file and the total
number of queries generated in a unit of time period,
respectively. Note that U is a pre-defined system parameter.

In the solution to Challenge 2, nodes replicate files dis-
tributively and select replicate nodes to ensure that the aver-
age meeting ability of replica nodes of a file the closest to V .
That is, Vn0

j

V , where Vn0

j
is the average meeting ability of

the replica nodes of file j and n0
j is the number of replica

nodes of file j. Therefore, each node tracks n0
j and Vn0

j
for

each of its file. After creating a replica, the node increases n0
j

by 1 and updates Vn0
j
using the V of the new replica node.

With above information, we introduce the process of the
replication of a file in PCS. Based on OFRR, since a file with
a higher P should receive more resources, a node should
assign higher priority to its files with higher P to compete
resource with other nodes. Thus, each node orders all of its
files in descending order of their Ps and creates replicas for
the files in a top-down manner periodically. Algorithm 1
presents the pseudo-code for the process of PCS between
two encountered nodes. In detail, suppose node i needs to
replicate file j, which is on the top of the list. Then, as shown
in Fig. 2, it keeps trying to replicate file j on nodes it encoun-
ters until one replica is created or K attempts have been
made. If file j is replicated, its P is split. Next, the node
fetches the file from the top of the list and repeats the pro-
cess. If file j fails to be replicated after K attempts, the node
stops launching competition until the next period.

Following the solution to Challenge 2, a replicating node
should keep the average meeting ability of the replica nodes
for file j around V . Node i first checks the meeting abilities
of neighbors and then chooses the neighbor k that does not
contain file j and makes Vn0

j

new ¼ ðn0
jVn0

j
þ VkÞ=ðn0

j þ 1Þ the
closest to V as the replica node candidate. It is possible that
Vn0

j

new
is far away from V . Therefore, we set a deviation

range r. If creating a replica in the selected neighbor
makes ðVn0

j

new � V Þ > r, the node does not replicate file j
until it has a different set of neighbors.

In the case that ðVn0
j

new � V Þ � r, if the selected neighbor’s
available storage is larger than the size of file j (Sj), it creates
a replica for file j directly. Otherwise, a competition is
launched among the replica of file j and replicas already in
the neighbor node based on their Ps. The priority value of
the new replica is set to half of the original file’sP . According
to the solution to Challenge 1, the probability that a replica
wins the resource competition is proportional to its P , i.e., a
replica’s probability of being selected to be removed is
inversely proportional to its P . Then, suppose there are d
replicas in competition, we let each replica be responsible for
a range that equals its 1=P in space ½0;Pd

k¼1 1=Pk�. The neigh-
bor node randomly chooses a number in ½0;Pd

k¼1 1=Pk�, and
the replica whose range owns the number is selected to be
removed. The neighbor node repeats above process until
available storage is no less than the size of file j.

If file j is among the selected files, it fails the competition
and will not be replicated in the neighbor node. Otherwise,
all selected files are removed and file j is replicated. If file j
fails, node i will launch another attempt for file j until the
maximum number of attempts (K) is reached. The setting of
K attempts is to ensure that each file can compete with a
sufficient subset of replicas in the system. If node i fails to
create a replica for file j after K attempts, then replicas in
node i whose Ps are smaller than that of file j are unlikely
to win a competition. Thus, at this moment, node i stops
replicating files until next round. Finally, all available
resources in the system are allocated to replicas according
to their Ps, thereby realizing the OFRR.

According to the Solution to Challenge 2, we regard
file j’s replica as a “different” file in PCS. Therefore, if

Fig. 2. Replica distribution process.
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node i successfully creates a replica for file j, it splits the
file’s P evenly between file j and the new replica. Thus,
each file’s priority is P=2. After the splitting, the two cop-
ies of file j involve in further resource competition inde-
pendently. Note that we do not split files in the PCS
algorithm but just split the priority value of a file when a
replica of the file is created.

The file replication stops when the communication ses-
sion of the two involved nodes ends. Then, each node contin-
ues the replication process for its files after excluding the
disconnected node from the neighbor node list. Since file
popularity, Ps, and available system resources change as
time goes on, each node periodically executes PCS to dynam-
ically handle these time-varying factors. Each node also peri-
odically calculates the popularity of its files (qj) to reflect the
changes on file popularity (due to node querying pattern and
rate changes) in different time periods. The periodical file
popularity update can automatically handle file dynamism.

4.3 How to Collect Meeting Ability Information

To save communication cost, the values of Vi and V of each
node are piggybacked onto its beacon messages. Since Vi

and V are only several bytes, the piggybacking only slightly
increases the size of the beacon message. In normal MAN-
ETs, a node’s meeting ability (Vi) is simply measured as the
frequency it meets other nodes. In disconnected MANETs, a
node needs to know the distribution of different communi-
ties to calculate its satisfying ability (Equation (23)). We then
let each node piggyback its community ID and the commu-
nity information it knows onto the beacon message. We also
let each node use the average meeting ability of all so far
encountered nodes as that for all nodes in the system. As
nodes meet more and more nodes, the calculated value can
generally represent the average meeting ability of all nodes.

4.4 Analysis of the Effectiveness of PCS

In this section, we briefly prove the effectiveness of PCS. We
refer to the process in which a node tries to copy a file to its
neighbors as one round of replica distribution.

Recall that when a replica is created for a file with P ,
the two copies will replicate files with priority P=2 in the
next round. This means that the creation of replicas will
not increase the overall P of the file. Also, after each
round, the priority value of each file or replica is updated
based on the received requests for the file. Then, though
some replicas may be deleted in the competition, the total
amount of requests for the file remains stable, making the
sum of the Ps of all replicas and the original file roughly
equal to the overall priority value of the file. Then, we
can regard the replicas of a file as an entity that competes
for available resource in the system with accumulated pri-
ority P in each round. Therefore, in each round of replica
distribution, based on our design of PCS, the overall
probability of creating a replica for an original file j,
denoted by Psj, is proportional to its overall Pj. That is

Psj / Pj: (32)

Then, suppose total M rounds of competition are con-
ducted, the expected number of replicas, denoted by nj, for
file j is

nj ¼ MPsj ) nj / Pj: (33)

Therefore, we conclude that the PCS can realize Equa-
tion (31), in which the number of replicas of each file is pro-
portional to its P , thereby realizing the OFRR.

We further briefly discuss the security and incentive
considerations for PCS in Appendix B, which can be found
on the Computer Society Digital Library at http://doi.
ieeecomputersociety.org/10.1109/TC.2014.2308211.

5 PERFORMANCE EVALUATION IN NORMAL

MANETS WITH THE RWP MODEL

To evaluate the performance of PCS in normal MANETs, we
conducted experiments on both the GENI Orbit testbed [37],
[38] and the NS-2 simulator [39]. The GENI testbed consists
of 400 nodes equipped with wireless cards. We used the
Dartmouth real-world MANET trace [34], which provides
the mobility trace of 35 laptops moving in an open field, to
drive node mobility in both experiments. In order to vali-
date the adaptability of PCS, we used two routing protocols
in the experiments. We first used the StaticWait protocol
[40] in the GENI experiment, in which each query stays on
the source node waiting for the destination. We then used a
probabilistic routing protocol (PROPHET [6]), in which a
node routes requests to the neighbor with the highest meet-
ing ability. We set a larger TTL for Static Wait since it needs
more time to find a file holder. We used 95 percent confi-
dence interval when handling the experimental results.

We evaluated the performance of PCS in normal MAN-
ETs in comparison with several MANET replication algo-
rithms: SAF [10], DCG [10], PDRS [12] and CACHE [9]. The
details of these protocols can be found in Section 2. To bet-
ter validate our analysis, we also compared PCS with Ran-
dom, which places replicas on nodes randomly, and OPTM,
which is a centralized protocol that calculates the ideal
number of replicas for each file based on our derived opti-
mal replication rule. OPTM represents the best performance
that can be obtained by the OFRR. We also conducted simu-
lation on the NS-2 with different network sizes and node
mobilities synthesized by the modified RWP model to eval-
uate our protocol under different scenarios. Due to page
limit, the results of these tests are shown in Appendix A,
available in the online supplementary material.

Table 2 shows the parameters used in experiments,
unless otherwise specified. The parameters are determined
by referring to the settings in [9], [41] and the real traces.

TABLE 2
Simulation Parameters
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According to the works in [9], [42], we determined the file
size and storage space on each node. As the work in [33],
the probability of originating requests for different files in
each node follows a Zipf distribution and the Zipf parame-
ter was set to 0.7. Initially, files were evenly distributed to
each node and no replicas exist in the system. In the synthe-
sized mobility, the speed of a node is randomly chosen
from the range of [s/2, 3s/2], in which s is the configured
average node movement speed. Since the real trace does not
indicate the communication range of each node, we set the
communication range to 100 m in the simulation and 60 m
in the GENI experiment to show the influence of different
transmission ranges on the performance. We evaluated the
performance of PCS withK ¼ 3.

We used the following metrics in the experiments:

� Hit Rate. It is the percent of requests successfully
resolved by either original files or replicas.

� Average delay. This is the average delay of all
requests. To make the comparison fair, we included
all requests in the calculation. For unresolved
requests, we set their delays as the TTL.

� Replication cost. This is the total number of messages
generated in creating replicates.

� Cumulative Distribution Function (CDF) of the propor-
tion of replicas. This is the CDF of the proportion of
replicas of each file. This metric reflects the amount
of resources allocated to each file for replication.

5.1 Performance in the GENI Experiments

5.1.1 Hit Rate and Average Delay

Table 3 shows the results of each protocol in the trace-
driven experiments on GENI. We see that the hit rates in
different replication protocols follow Random<CACHE
< SAF<PDRS<DCG<PCS<OPTM and the average
delays follow a reverse order: Random>CACHE> SAF>
PDRS>DCG>PCS>OPTM. We see that OPTM and PCS
lead to higher hit rate and lower average delay than
others. This is attributed to the guidance of OFRR, which
aims to minimize the average querying delay by consider-
ing both storage and meeting ability as resource to
enhance overall file availability. PCS generates slightly
lower hit rate and around 20 percent higher average delay
than OPTM. This is because OPTM has the knowledge of
all information needed in OFRR beforehand, while PCS
has to distribute replicas in a fully distributed manner.

On the contrary, other protocols only replicate files
locally, thereby creating redundant replicas and failing to
achieve high file availability under node mobility. Random
has the worst performance on hit rate and average delay.
This is because Random only randomly creates replicas for

files and fails to assign more resources to popular files,
which are queried more frequently by nodes. CACHE only
utilizes the storage on intersection nodes, which indicates
that it fails to fully utilize storage space on all nodes. There-
fore, it cannot create as many replicas as other protocols
and exhibits a low hit rate and a high delay. In SAF, each
node replicates its frequently queried files until its memory
is filled up. Then, almost all resources are allocated to popu-
lar files. Therefore, SAF cannot optimize query delay glob-
ally. In PDRS, a node replicates files interested by its
neighbors that have less storage resource than itself. How-
ever, as the replicas are not shared in the whole group,
PDRS only renders a slight performance improvement over
SAF. DCG further improves SAF and PDRS by conducting
the file replication on a group level. It eliminates duplicate
replicas among group members and uses the released mem-
ory for other replicas, thereby generating higher hit rate and
smaller average delay than SAF and PDRS.

We find that the first percentiles of the delays of all proto-
cols are 0.01. This is because some requests are immediately
satisfied by direct neighbors. The 99th percentiles of the
delays of these protocols approximately follow the relation-
ship on average delay. Above results justify that PCS enhan-
ces the file searching efficiency by its global optimization of
file availability. The fact that Random leads to worse perfor-
mance than all methods that give priority to popular files
when creating replicas also justify that a resource allocation
strategy is necessary for file availability optimization.

5.1.2 Replication Cost

From the Table 3, we find that the replication costs of dif-
ferent protocols follow PDRS>DCG>PCS>OPTM

Random> SAF ¼ CACHE ¼ 0. PDRS shows the highest
replication cost because it needs to broadcast each new
file to all nodes in the system. DCG incurs moderate repli-
cation cost because group members need to exchange
information to reduce duplicate replicas. PCS has a low
replication cost because each node only tries at most K
times to create a new replica for each file it holds. OPTM
and Random have a very low cost since nodes only need
to communicate with the central server for replica list.
SAF and CACHE have no replication cost since they do
not need to exchange information among nodes for file
replication. However, SAF generates a lot of redundant
replicas, and Random and CACHE have a low perfor-
mance, as shown in previous section.

5.1.3 Replica Distribution

Fig. 3 shows the CDF of the proportion of resource allo-
cated to each file for replica creation in different protocols.
From the figure, we find that PCS exhibits the closest
similarity to OPTM while other protocols follow: DCG 

Random � CACHE 
 PDRS �SAF, where � means closer
similarity to OPTM. Combining the results on average
delay, we find an interesting phenomenon: except CACHE
and Random, the protocol with closer similarity to OPTM
has lower average delay. This proves the correctness of our
theoretical analysis and the resultant OFRR rule expressed
in Formula (22). CACHE has a low performance because it
does not utilize all storage space, though it exhibits

TABLE 3
Experimental Results of the Trace-Driven GENI Experiments
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similarity with PDRS. Random creates replicas for each file
randomly without considering their popularity, leading to
a low performance since popular files are not replicated
with priority. We also observe that the CDFs of the propor-
tion of resource allocated to replicas of DCG, CACHE,
PDRS, and SAF increases to 0.9 quickly. This is because
they allocate most resources to popular files, resulting in a
lot of replicas for these files. Though these protocols can
reduce the delay of queries for popular files, they cannot
reduce the delay for unpopular files. PCS is superior over
these protocols because it can globally reduce the average
query delay of all requests.

5.2 Performance in the Trace-Driven Simulation

5.2.1 Hit Rate and Average Delay

Table 4 shows the results of each protocol in the trace-driven
experiments on NS-2. We see the hit rates and average
delays of the seven protocols follow the same relationship
as in Table 3 due to the same reasons. We find that the aver-
age delays of the seven protocols are much less than those
in the GENI experiment. This is caused by two reasons.
First, the trace-driven simulation adopts the PROPHET for
file searching, which can locate files more quickly than the
StaticWait searching protocol used in the GENI experiment.
Second, the communication range of two nodes in the simu-
lation (100 m) is larger than that in the GENI experiment
(60 m), leading to shorter searching delay since a node can
reach more neighbors. The hit rates of the seven protocols
are lower than those in the GENI experiment. This is
because the trace-driven simulation used a much smaller
TTL. The relative performance between different protocols
in the simulation matches with that in the GENI experiment,
which further proves the effectiveness of PCS.

5.2.2 Replication Cost

From Table 4, we find that the replication costs of
different protocols follow PDRS > DCG>PCS>OPTM

Random > SAF ¼ CACHE ¼ 0. This matches with the
results in Table 3 and the reasons are the same.

5.2.3 Replica Distribution

Fig. 4 shows the CDF of the proportion of resource allo-
cated to replicas of each file in the seven protocols. From
the figure, we find similar trend as that in Fig. 3. That is,
except CACHE and Random, the protocol with closer
similarity to OPTM has smaller average delay. This fur-
ther proves the correctness of our analysis through the
trace-driven simulation.

6 PERFORMANCE EVALUATION IN DISCONNECTED

MANETS WITH THE COMMUNITY-BASED

MOBILITY MODEL

In order to evaluate the performance of PCS in discon-
nected MANETs, we conducted event-driven experiments
with the MIT Reality project [35] trace and the Haggle
project [36] trace. The MIT Reality trace lasts about
2.56 million seconds (Ms), while the Haggle project trace
lasts about 0.34 Ms. Both traces represent typical discon-
nected MANET scenarios. We used the StaticWait routing
protocol [40] in this test.

We evaluated the performance of PCS in comparison
with DCG [10], CACHE-DTN [14], OPTM, and Random.
CACHE-DTN caches each file on the central node of each
network center location (NCL). If a central node is full, its
replicas are stored in its neighbor nodes according to
their popularities. A more popular replica is stored closer
to the central node. The experiment settings and metrics
are the same as in Section 5 unless otherwise specified in
below. The total number of queries was set to 6000 	Rp,
and Rp is the query rate and was varied in the range of
[2, 6]. In the experiment with the MIT Reality trace and
the Haggle trace, queries were generated evenly in the
time period of [0.3 Ms and 2.3 Ms] and [0.05 Ms and
0.25 Ms] was set to 0.3 Ms and 0.04 MS, and the TTL of
each query was set to 0.3 Ms and 0.04 Ms, respectively.
We again set the confidence interval to 95 percent when
handling experimental data.

6.1 Hit Rate

Figs. 5a and 6a plot the hit rates of the five methods with
the Haggle trace and the MIT Reality trace, respectively.
We see that in both scenarios, the hit rates follow
OPTM > PCS>CACHE-DTN > DCG > Random. OPTM
and PCS achieve higher hit rate than other methods
because they follow the deduced OFRR. However,
since PCS realizes OFRR in a distributed way, it
presents slightly inferior performance compared to
OPTM. CACHE-DTN considers the intermittent connec-
tion properties of disconnected MANETs and replicates

TABLE 4
Simulation Results of the Trace-Driven Experiments

Fig. 4. CDF of the resource allocated to replicas in trace-driven
simulation.

Fig. 3. CDF of the resource allocated to replicas in trace-driven GENI
experiment.
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each file to every NCL, leading to high date accessibility,
though not optimal. DCG only considers temporarily con-
nected group for data replication, which is not stable in
disconnected MANETs. Therefore, it has a low hit rate.
Random assigns resources to files randomly, which
means it cannot create more replicas for popular files,
leading to the lowest hit rate. Such a result proves the
effectiveness of the proposed PCS on improving the over-
all file availability and the correctness of our derived
OFRR for disconnected MANETs.

We also see that the hit rates of different methods fluc-
tuate slightly when the query rate increases. This is
because the hit rate is not affected by the query rate. Even
when the number of query increases, the file availability
remains on the same level and leads to similar perfor-
mance, as shown in the two figures.

6.2 Average Delay

Figs. 5b and 6b demonstrate the average delays of the five
methods with the Haggle trace and the MIT Reality trace,
respectively. We find that with both traces, the average
delays follow OPTM<PCS<CACHE-DTN<DCG<Ran-
dom, which is in reverse order of the relationship between
the five methods on hit rate as shown in Figs. 5a and 6a. This
is because the average delay is reversely related to the overall
data availability. As explained in above section, OPTM and
PCS have high data availability since they follow OFRR,
CACHE-DTN presents higher data availability than DCG
because CACHE-DTN distributes every file to different
NCLs while DCG only shares data among frequently
encounterd neighbor nodes, and Random has a low data
availability since all files receive equal amount of resources
for replicas. Such results further validate the proposed
OFRR and PCS in disconnectedMANETs.

6.3 Replication Cost

Figs. 5c and 6c show the replication costs of the five meth-
ods with the Haggle trace and the MIT Reality trace,

respectively. OPTM and Random have the lowest replica-
tion cost while the costs of other three methods follow
PCS<CACHE-DTN<DCG. In OPTM and Random, nodes
only need to contact the central server for replica list, lead-
ing to the lowest cost. DCG generates the highest replication
cost since group members need to exchange a large amount
of information to remove duplicate replicas. CACHE-DTN
forwards each file to every NCL, leading to moderate repli-
cation cost. In PCS, a node tries at most K times to create a
replica for each of its files, producing much lower replica-
tion cost than CACHE-DTN and DCG. Such a result demon-
strates the high energy-efficiency of PCS. Combining all
above results, we conclude that PCS has the highest overall
file availability and efficiency compared to existing meth-
ods, and OFRR is effective in guiding optimal file replica-
tion in disconnected MANETs.

6.4 Replica Distribution

Figs. 5d and 6d show the CDF of the proportion of resources
allocated to replicas in each protocol in the tests with the
Haggle trace and the MIT Reality trace, respectively. We see
in both figures, PCS presents very close similarity to OPTM
and the other two follow CACHE-DTN�PCS. Random also
presents close similarity to OPTM on the CDF curve. How-
ever, the difference between PCS and Random is that PCS
assigns priority for popular files while Random gives even
priority to all files. Since popular files are queried more fre-
quently, Random still leads to a low performance. For other
three methods that favor popular files, we find that the
closer similarity with OPTM a protocol has, the better over-
all performance it has. Such a result also matches with what
we observed in the test in connected MANETs. This proves
the correctness of our theoretical analysis and the resultant
OFRR rule for disconnected MANETs.

7 ADDITIONAL TEST

In this test, we varied K from 1 to 4 to show its influence on
the performance of PCS with both mobility models. We

Fig. 5. Performance of the file replication protocols with the Haggle trace.

Fig. 6. Performance of the file replication protocols with the MIT Reality trace.
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followed the same setting as in Sections 5 and 6. In the test
with the community-based mobility model, we set the
query rate to a median value of 4. The test results are shown
in Table 5. In the table, we use Dt, Hg and MIT to denote the
experiments with the Dartmouth trace, the Haggle project
trace, and the MIT Reality trace, respectively.

We see that when K increases, both the performance and
the replication cost of PCS increase. This is because when K
increases, each file has more chances to compete with others
to create replicas and receive the portion of resources based
on the OFRR rule. Therefore, resources are allocated more
strictly following the OFRR rule, leading to better perfor-
mance. On the other hand, more trials also means more rep-
lication costs. Therefore, a balance on the performance and
replication cost should be considered when deciding K,
which is an interesting topic for our future work.

8 CONCLUSION

In this paper, we investigated the problem of how to allo-
cate limited resources for file replication for the purpose of
global optimal file searching efficiency in MANETs. Unlike
previous protocols that only consider storage as resources,
we also consider file holder’s ability to meet nodes as avail-
able resources since it also affects the availability of files on
the node. We first theoretically analyzed the influence of
replica distribution on the average querying delay under
constrained available resources with two mobility models,
and then derived an optimal replication rule that can allo-
cate resources to file replicas with minimal average query-
ing delay. Finally, we designed the priority competition and
split replication protocol (PCS) that realizes the optimal rep-
lication rule in a fully distributed manner. Extensive experi-
ments on both GENI testbed, NS-2, and event-driven
simulator with real traces and synthesized mobility confirm
both the correctness of our theoretical analysis and the effec-
tiveness of PCS in MANETs. In this study, we focus on a
static set of files in the network. In our future work, we will
theoretically analyze a more complex environment includ-
ing file dynamics (file addition and deletion, file timeout)
and dynamic node querying pattern.

ACKNOWLEDGMENTS

This research was supported in part by US National Science
Foundation (NSF) grants IIS-1354123, CNS-1254006, CNS-
1249603, CNS-1049947, CNS-0917056 and CNS-1025652,
Microsoft Research Faculty Fellowship 8300751. An early
version of this work was presented in the Proceedings of
ICNP 2011 [43].

REFERENCES

[1] “Qik,” http://qik.com/, 2014.
[2] “Flixwagon, ” http://www.flixwagon.com/, 2014.

[3] C. Palazzi and A. Bujari, “A Delay/Disruption Tolerant Solution
for Mobile to Mobile File Sharing,” Proc. IFIP/IEEE Wireless Days,
2010.

[4] Y. Tseng, S. Ni, and E. Shih, “Adaptive Approaches to Relieving
Broadcast Storms in a Wireless Multihop Mobile Ad Hoc
Network,” Proc. 21st Int’l Conf. Distributed Computing Systems
(ICDCS), pp. 481-488, 2001.

[5] B. Chiara et al., “HiBOp: A History Based Routing Protocol for
Opportunistic Networks,” Proc. IEEE Int’l Symp. World of Wireless,
Mobile and Multimedia Networks (WoWMoM), 2007.

[6] A. Lindgren, A. Doria, and O. Schelen, “Probabilistic Routing in
Intermittently Connected Networks,” ACM SIGMOBILE Mobile
Computing and Comm. Rev., vol. 7, no. 3, pp. 19-20, 2003.

[7] F. Li and J. Wu, “MOPS: Providing Content-Based Service in Dis-
ruption-Tolerant Networks,” Proc. IEEE 29th Int’l Conf. Distributed
Computing Systems (ICDCS), 2009.

[8] S. Moussaoui, M. Guerroumi, and N. Badache, “Data Replication
in Mobile Ad Hoc Networks,” Proc. Second Int’l Conf. Mobile
Ad-hoc and Sensor Networks (MSN), pp. 685-697, 2006.

[9] L. Yin and G. Cao, “Supporting Cooperative Caching in Ad Hoc
Networks,” IEEE Trans. Mobile Computing, vol. 5, no. 1, pp. 77-89,
Jan. 2006.

[10] T. Hara and S.K. Madria, “Data Replication for Improving Data
Accessibility in Ad Hoc Networks,” IEEE Trans. Mobile Computing,
vol. 5, no. 11, pp. 1515-1532, Nov. 2006.

[11] J. Zheng, J. Su, K. Yang, and Y. Wang, “Stable Neighbor Based
Adaptive Replica Allocation in Mobile Ad Hoc Networks,” Proc.
Int’l Conf. Computational Science (ICCS), 2004.

[12] H. Duong and I. Demeure, “Proactive Data Replication Semantic
Information within Mobility Groups in MANET,” Proc. Second
Int’l Conf. MobileWireless Middleware, Operating Systems, and Appli-
cations (Mobilware), 2009.

[13] Y. Huang et al., “Optimizing File Retrieval in Delay-Tolerant Con-
tent Distribution Community,” Proc. Int’l Conf. Distributed Comput-
ing Systems (ICDCS), 2009.

[14] W. Gao, G. Cao, A. Iyengar, and M. Srivatsa, “Supporting Cooper-
ative Caching in Disruption Tolerant Networks,” Proc. Int’l Conf.
Distributed Computing Systems (ICDCS), 2011.

[15] J. Reich and A. Chaintreau, “The Age of Impatience: Optimal Rep-
lication Schemes for Opportunistic Networks,” Proc. Fifth Int’l
Conf. Emerging Networking Experiments and Technologies (CoNEXT),
2009.

[16] S. Ioannidis, L. Massoulie, and A. Chaintreau, “Distributed Cach-
ing over Heterogeneous Mobile Networks,” Proc. ACM Int’l Conf.
Measurement and Modeling of Computer Systems (SIGMETRICS),
2010.

[17] M.J. Pitkanen and J. Ott, “Redundancy and Distributed Caching in
Mobile DTNs,” Proc. ACM/IEEE Int’l Workshop Mobility in the
Evolving Internet Architecture (MobiArch), 2007.

[18] X. Zhuo, Q. Li, W. Gao, G. Cao, and Y. Dai, “Contact Duration
Aware Data Replication in Delay Tolerant Networks,” Proc. IEEE
19th Int’l Conf. Network Protocols (ICNP), 2011.

[19] X. Zhuo, Q. Li, G. Cao, Y. Dai, B.K. Szymanski, and T.L. Porta,
“Social-Based Cooperative Caching in DTNs: A Contact Duration
Aware Approach,” Proc. IEEE Eighth Int’l Conf. Mobile Adhoc and
Sensor Systems (MASS), 2011.

[20] Z. Li and H. Shen, “SEDUM: Exploiting Social Networks in
Utility-Based Distributed Routing for DTNs,” IEEE Trans. Com-
puters, vol. 62, no. 1, pp. 83-97, Jan. 2012.

[21] V. Gianuzzi, “Data Replication Effectiveness in Mobile Ad-Hoc
Networks,” Proc. ACM First Int’l Workshop Performance Evaluation
of Wireless Ad Hoc, Sensor, and Ubiquitous Networks (PE-WASUN),
pp. 17-22, 2004.

[22] S. Chessa and P. Maestrini, “Dependable and Secure Data Storage
and Retrieval in Mobile Wireless Networks,” Proc. Int’l Conf.
Dependable Systems and Networks (DSN), 2003.

[23] X. Chen, “Data Replication Approaches for Ad Hoc Wireless Net-
works Satisfying Time Constraints,” Int’l J. Parallel, Emergent and
Distributed Systems, vol. 22, no. 3, pp. 149-161, 2007.

[24] J. Broch, D.A. Maltz, D.B. Johnson, Y. Hu, and J.G. Jetcheva, “A
Performance Comparison of Multi-Hop Wireless Ad Hoc Net-
work Routing Protocols,” Proc. ACMMOBICOM, pp. 85-97, 1998.

[25] M. Musolesi and C. Mascolo, “Designing Mobility Models Based
on Social Network Theory,” ACM SIGMOBILE Mobile Computing
and Comm. Rev., vol. 11, pp. 59-70, 2007.

[26] Http://web.informatik.uni-bonn.de/IV/BoMoNet/BonnMotion.
htm, 2014.

TABLE 5
Influences of DifferentKs

CHEN AND SHEN: MAXIMIZING P2P FILE ACCESS AVAILABILITY IN MOBILE AD HOC NETWORKS THOUGH REPLICATION... 1041



[27] P. Costa, C. Mascolo, M. Musolesi, and G.P. Picco, “Socially-
Aware Routing for Publish-Subscribe in Delay-Tolerant Mobile
Ad Hoc Networks,” IEEE J. Selected Areas in Comm., vol. 26, no. 5,
pp. 748-760, June 2008.

[28] M. Musolesi and C. Mascolo, “CAR: Context-Aware Adaptive
Routing for Delay-Tolerant Mobile Networks,” IEEE Trans. Mobile
Computing, vol. 8, no. 2, pp. 246-260, Feb. 2009.

[29] H. Cai and D.Y. Eun, “Crossing Over the Bounded Domain: From
Exponential to Power-Law Inter-Meeting Time in MANET,” Proc.
ACMMOBICOM, 2007.

[30] R. Groenevelt, P. Nain, and G. Koole, “The Message Delay in
Mobile Ad Hoc Networks,” Performance Evaluation, vol. 62,
pp. 210-228, 2005.

[31] G. Sharma, R. Mazumdar, and N.B. Shroff, “Delay and Capacity
Trade-Offs in Mobile Ad Hoc Networks: A Global Perspective,”
Proc. IEEE INFOCOM, 2006.

[32] L. Kleinrock, Queueing Systems, Volume II: Computer
Applications. John Wiley & Sons, 1976.

[33] J. Kangasharju, K.W. Ross, and D.A. Turner, “Optimizing File
Availability in Peer-to-Peer Content Distribution,” Proc. IEEE
INFOCOM, 2007.

[34] R.S. Gray, D. Kotz, C. Newport, N. Dubrovsky, A. Fiske, J. Liu, C.
Masone, S. McGrath, and Y. Yuan, “CRAWDAD Data Set Dart-
mouth/Outdoor (v. 2006-11-06),” http://crawdad.cs.dartmouth.
edu/dartmouth/outdoor, 2014.

[35] N. Eagle, A. Pentland, and D. Lazer, “Inferring Friendship Net-
work Structure Using Mobile Phone Data,” Proc. Nat’l Academy of
Sciences of the USA, vol. 106, no. 36, pp. 15274-15278, 2009.

[36] A. Chaintreau, P. Hui, J. Scott, R. Gass, J. Crowcroft, and C. Diot,
“Impact of Human Mobility on Opportunistic Forwarding Algo-
rithms,” Proc. IEEE INFOCOM, 2006.

[37] “GENI project,” http://www.geni.net/, 2014.
[38] “Orbit,” http://www.orbit-lab.org/, 2014.
[39] “The Network Simulator ns-2,” http://www.isi.edu/nsnam/ns/,

2014.
[40] T. Spyropoulos, K. Psounis, and C. Raghavendra, “Efficient Rout-

ing in Intermittently Connected Mobile Networks: The Single-
Copy Case,” ACM/IEEE Trans. Networking, vol. 16, no. 1, pp. 63-
76, Feb. 2008.

[41] M. Lu and J. Wu, “Opportunistic Routing Algebra and Its
Application,” Proc. IEEE INFOCOM, 2009.

[42] T. Hara, “Effective Replica Allocation in Ad Hoc Networks for
Improving Data Accessibility,” Proc. IEEE INFOCOM, 2001.

[43] K. Chen and H. Shen, “Global Optimization of File Availability
through Replication for Efficient File Sharing in MANETs,” Proc.
IEEE 19th Int’l Conf. Network Protocols (ICNP), 2011.

Kang Chen (S’13) received the BS degree in
electronics and information engineering from the
Huazhong University of Science and Technology,
China, in 2005, and the MS degree in communi-
cation and information systems from the
Graduate University of Chinese Academy of Sci-
ences, China, in 2008. He is currently working
toward the PhD degree in the Department of
Electrical and Computer Engineering at Clemson
University. His research interests include mobile
ad hoc networks and delay tolerant networks. He

is a student member of the IEEE.

Haiying Shen (M’07-SM’13) received the BS
degree in computer science and engineering
from Tongji University, China, in 2000, and the
MS and PhD degrees in computer engineering
from Wayne State University in 2004 and 2006,
respectively. She is currently an assistant profes-
sor in the Department of Electrical and Computer
Engineering at Clemson University. Her research
interests include distributed computer systems
and computer networks, with an emphasis on
P2P and content delivery networks, mobile com-

puting, wireless sensor networks, and cloud computing. She is a Micro-
soft Faculty fellow of 2010, a senior member of the IEEE and a member
of the ACM.

" For more information on this or any other computing topic,
please visit our Digital Library at www.computer.org/publications/dlib.

1042 IEEE TRANSACTIONS ON COMPUTERS, VOL. 64, NO. 4, APRIL 2015



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Suggested"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


