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Abstract—Complex arithmetic operations are widely used in
Digital Signal Processing (DSP) applications. In this work, we
focus on optimizing the design of the fused Add-Multiply (FAM)
operator for increasing performance. We investigate techniques
to implement the direct recoding of the sum of two numbers in
its Modified Booth (MB) form. We introduce a structured and
efficient recoding technique and explore three different schemes
by incorporating them in FAM designs. Comparing them with the
FAM designs which use existing recoding schemes, the proposed
technique yields considerable reductions in terms of critical delay,
hardware complexity and power consumption of the FAM unit.

Index Terms—Add-Multiply operation, arithmetic circuits,
Modified Booth recoding, VLSI design.

I. INTRODUCTION

M ODERN consumer electronics make extensive use of
Digital Signal Processing (DSP) providing custom ac-

celerators for the domains of multimedia, communications etc.
Typical DSP applications carry out a large number of arithmetic
operations as their implementation is based on computationally
intensive kernels, such as Fast Fourier Transform (FFT), Dis-
crete Cosine Transform (DCT), Finite Impulse Response (FIR)
filters and signals’ convolution. As expected, the performance1

of DSP systems is inherently affected by decisions on their de-
sign regarding the allocation and the architecture of arithmetic
units.
Recent research activities in the field of arithmetic optimiza-

tion [1], [2] have shown that the design of arithmetic compo-
nents combining operations which share data, can lead to signif-
icant performance improvements. Based on the observation that
an addition can often be subsequent to a multiplication (e.g., in
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1Within this paper performance refers to the area, delay and power metrics.

symmetric FIR filters), the Multiply-Accumulator (MAC) and
Multiply-Add (MAD) units were introduced [3] leading to more
efficient implementations of DSP algorithms compared to the
conventional ones, which use only primitive resources [4]. Sev-
eral architectures have been proposed to optimize the perfor-
mance of the MAC operation in terms of area occupation, crit-
ical path delay or power consumption [5]–[7]. As noted in [8],
MAC components increase the flexibility of DSP datapath syn-
thesis as a large set of arithmetic operations can be efficiently
mapped onto them. Except the MAC/MAD operations, many
DSP applications are based on Add-Multiply (AM) operations
(e.g., FFT algorithm [9]). The straightforward design of the AM
unit, by first allocating an adder and then driving its output to
the input of a multiplier, increases significantly both area and
critical path delay of the circuit. Targeting an optimized de-
sign of AM operators, fusion techniques [10]–[13], [23] are em-
ployed based on the direct recoding of the sum of two numbers
(equivalently a number in carry-save representation [14]) in its
Modified Booth (MB) form [15]. Thus, the carry-propagate (or
carry-look-ahead) adder [16] of the conventional AM design is
eliminated resulting in considerable gains of performance. Lyu
andMatula [10] presented a signed-bit MB recoder which trans-
forms redundant binary inputs to their MB recoding form. A
special expansion of the preprocessing step of the recoder is
needed in order to handle operands in carry-save representation.
In [12], the author proposes a two-stage recoder which converts
a number in carry-save form to its MB representation. The first
stage transforms the carry-save form of the input number into
signed-digit form which is then recoded in the second stage so
that it matches the form that the MB digits request. Recently,
the technique of [12] has been used for the design of high per-
formance flexible coprocessor architectures targeting the com-
putationally intensive DSP applications [17]. Zimmermann and
Tran [13] present an optimized design of [10] which results in
improvements in both area and critical path. In [23], the authors
propose the recoding of a redundant input from its carry-save
form to the corresponding borrow-save form keeping the crit-
ical path of the multiplication operation fixed.
Although the direct recoding of the sum of two numbers in

its MB form leads to a more efficient implementation of the
fused Add-Multiply (FAM) unit compared to the conventional
one, existing recoding schemes are based on complex manipu-
lations in bit-level, which are implemented by dedicated circuits
in gate-level. This work focuses on the efficient design of FAM
operators, targeting the optimization of the recoding scheme for
direct shaping of the MB form of the sum of two numbers (Sum
to MB – S-MB). More specifically, we propose a new recoding
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technique which decreases the critical path delay and reduces
area and power consumption. The proposed S-MB algorithm is
structured, simple and can be easily modified in order to be ap-
plied either in signed (in 2’s complement representation) or un-
signed numbers, which comprise of odd or even number of bits.
We explore three alternative schemes of the proposed S-MB ap-
proach using conventional and signed-bit Full Adders (FAs) and
Half Adders (HAs) as building blocks.
We evaluated the performance of the proposed S-MB tech-

nique by comparing its three different schemes with the state-of-
the-art recoding techniques [12], [13], [23]. Industrial tools for
RTL synthesis [18] and power estimation [19] have been used to
provide accurate measurements of area utilization, critical path
delay and power dissipation regarding various bit-widths of the
input numbers. We show that the adoption of the proposed re-
coding technique delivers optimized solutions for the FAM de-
sign enabling the targeted operator to be timing functional (no
timing violations) for a larger range of frequencies. Also, under
the same timing constraints, the proposed designs deliver im-
provements in both area occupation and power consumption,
thus outperforming the existing S-MB recoding solutions.
The rest of the paper is organized as follows: In Section II, we

discuss the motivation and present a technical background for
the implementation of FAM units. In Section III, the proposed
S-MB recoding scheme is presented. In Section IV, both theo-
retical analysis and experimental evaluation are given, clearly
identifying the advantages of the proposed schemes with re-
spect to area complexity, critical delay and power dissipation.
Section V concludes our work.

II. MOTIVATION AND FUSED AM IMPLEMENTATION

A. Motivation

In this paper, we focus on AM units which implement the op-
eration . The conventional design of the AMop-
erator (Fig. 1(a)) requires that its inputs and are first driven
to an adder and then the input and the sum are
driven to a multiplier in order to get . The drawback of using
an adder is that it inserts a significant delay in the critical path of
the AM. As there are carry signals to be propagated inside the
adder, the critical path depends on the bit-width of the inputs. In
order to decrease this delay, a Carry-Look-Ahead (CLA) adder
can be used which, however, increases the area occupation and
power dissipation. An optimized design of the AM operator is
based on the fusion of the adder and the MB encoding unit into
a single datapath block (Fig. 1(b)) by direct recoding of the sum

to its MB representation [10]–[13], [23]. The fused
Add-Multiply (FAM) component contains only one adder at the
end (final adder of the parallel multiplier). As a result, signifi-
cant area savings are observed and the critical path delay of the
recoding process is reduced and decoupled from the bit-width
of its inputs. In this work, we present a new technique for direct
recoding of two numbers in the MB representation of their sum.

B. Review of the Modified Booth Form

Modified Booth (MB) is a prevalent form used in multiplica-
tion [15], [20], [24]. It is a redundant signed-digit radix-4 en-

Fig. 1. AM operator based on the (a) conventional design and (b) fused design
with direct recoding of the sum of and in its MB representation. The mul-
tiplier is a basic parallel multiplier based on the MB algorithm. The terms CT,
CSA Tree and CLA Adder are referred to the Correction Term, the Carry-Save
Adder Tree and the final Carry-Look-Ahead Adder of the multiplier.

coding technique. Its main advantage is that it reduces by half
the number of partial products in multiplication comparing to
any other radix-2 representation.
Let us consider themultiplication of 2’s complement numbers
and with each number consisting of . The

multiplicand can be represented in MB form as:

(1)

(2)

Digits , , cor-
respond to the three consecutive bits , and with
one bit overlapped and considering that . Table I shows
how they are formed by summarizing the MB encoding tech-
nique. Each digit is represented by three bits named , one and
two. The sign bit shows if the digit is negative ( ) or pos-
itive ( ). Signal one shows if the absolute value of a digit
is equal to 1 ( ) or not ( ). Signal two shows
if the absolute value of a digit is equal to 2 ( ) or not
( ). Using these three bits we calculate the MB digits

by the following relation:

(3)

Fig. 2(a) shows the Boolean equations on which the imple-
mentation of the MB encoding signals is based (Fig. 2(b)) [20],
[24].

C. FAM Implementation

In the FAM design presented in Fig. 1(b), the multiplier is
a parallel one based on the MB algorithm. Let us consider the
product . The term is en-
coded based on the MB algorithm (Section II.B) and multiplied
with . Both and consist of
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TABLE I
MODIFIED BOOTH ENCODING TABLE.

Fig. 2. (a) Boolean equations and (b) gate-level schematic for the implemen-
tation of the MB encoding signals.

Fig. 3. Generation of the -th bit of the partial product for the con-
ventional MB multiplier.

and are in 2’s complement form. Equation (4) de-
scribes the generation of the partial products:

(4)

The generation of the -th bit of the partial product
is based on the next logical expression while Fig. 3 illustrates
its implementation at gate level [20], [24]:

(5)

For the computation of the least and the most significant bits
of the partial product we consider and
respectively. Note that in case that , the number of
the resulting partial products is and the most
significant MB digit is formed based on sign extension of the
initial 2’s complement number.
After the partial products are generated, they are added, prop-

erly weighted, through a Wallace Carry-Save Adder (CSA) tree
[21] along with the Correction Term (CT) which is given by the
following equations:

(6)

Fig. 4. Boolean equations and schematics for signed (a) HA* and (b) HA**.

(7)

where (see Table I).
Finally, the carry-save output of the Wallace CSA tree is

leaded to a fast Carry Look Ahead (CLA) adder to form the
final result as shown in Fig. 1(b).

III. SUM TO MODIFIED BOOTH RECODING TECHNIQUE (S-MB)

A. Defining Signed-Bit Full Adders and Half Adders for
Structured Signed Arithmetic

In S-MB recoding technique, we recode the sum of two con-
secutive bits of the input ( ) with two consecutive
bits of the input ( ) into one MB digit . As
we observe from (2), three bits are included in forming a MB
digit. The most significant of them is negatively weighted while
the two least significant of them have positive weight. Conse-
quently, in order to transform the two aforementioned pairs of
bits in MB form we need to use signed-bit arithmetic. For this
purpose, we develop a set of bit-level signed Half Adders (HA)
and Full Adders (FA) considering their inputs and outputs to be
signed.
More specifically, in this work, we use two types of signed

HAs which are referred as HA* and HA**. Tables II - IV are
their truth tables and in Fig. 4 we present their corresponding
Boolean equations. Considering that , are the binary inputs
and , are the outputs (carry and sum respectively) of a HA*
which implements the relation where the sum
is considered negatively signed (Table II, Fig. 4(a)), the output
takes one of the values . In Table III, we also de-
scribe the dual implementation of HA* where we inversed the
signs of all inputs and outputs and, consequently, changed the
output values to . Table IV and Fig. 4(b) show the
operation and schematic of HA** which implements the rela-
tion and manipulates a negative ( ) and a
positive ( ) input resulting in the output values .
Also, we design two types of signed FAs which are pre-

sented in Table V and VI and Fig. 5. The schematics drawn
in Fig. 5(a) and (b) show the relation of FA* and FA** with
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Fig. 5. Boolean equations and schematics for signed (a) FA* and (b) FA**.

the conventional FA. Assuming that , and are the binary
inputs and , are the output carry and sum respectively, FA*
implements the relation where the bits
and are considered negatively signed (Table V, Fig. 5(a)).

Table V (truth table of FA*) shows that the output values of
FA* are . In the case of FA**, the two inputs
, are negatively signed and FA** implements the relation

(Table VI, Fig. 5(b)). The output
values become . As shown in Fig. 5, the signed
FAs are implemented using the conventional FA with the
negative inputs and outputs inverted.

B. Proposed S-MB Recoding Techniques

We use both conventional and signed HAs and FAs of
Section III.A in order to design and explore three new alterna-
tive schemes of the S-MB recoding technique. Each of the three
schemes can be easily applied in either signed (2’s complement
representation) or unsigned numbers which consist of odd or
even number of bits.
In all schemes we consider that both inputs and are in

2’s complement form and consist of bits in case of even or
bits in case of odd bit-width. Targeting to transform the

sum of and in its MB representation, we
consider the bits , and , as the inputs of the
recoding cell in order to get at its output the three bits that we
need to form the MB digit y according to (2).
1) S-MB1 Recoding Scheme: The first scheme of the pro-

posed recoding technique is referred as S-MB1 and is illustrated
in detail in Fig. 6 for both even (Fig. 6(a)) and odd (Fig. 6(b))
bit-width of input numbers. As can be seen in Fig. 6, the sum of
and is given by the next relation:

(8)

The encoding of the MB digits , , of (8) is
based on the analysis of Section II.B (see (2)).
Both bits and are extracted from the recoding

cell of Fig. 6. A conventional FA with inputs , and
produces the carry

Fig. 6. S-MB1 recoding scheme for (a) even and (b) odd number of bits.

TABLE II
HA* BASIC OPERATION.

and the sum . As the bit needs
to be negatively signed, we use a FA* (Table V, Fig. 5(a)) with
inputs ( ) and , which produces the carry

and the sum ( ):

(9)

Note that, based on equation ,
is driven to the FA* as negatively signed while it is also used
with positive sign as an input carry of the subsequent recoding
cell. We consider the initial values and .
When we form the most significant digit (MSD) of the S-MB1

recoding scheme, we distinguish two cases: In the first case, the
bit-width of and is even (Fig. 6(a)), while in the second
case, both and comprise of odd number of bits (Fig. 6(b)).
In the first case, the MSD is a signed digit and is given
by the next algebraic equation:

(10)

In the second case, the MSD is a MB digit that is formed
based on , and . The carry ( ) and the sum

are produced by a FA** with inputs ( ), ( ) and
(Table VI, Fig. 5(b)).

The critical path delay of S-MB1 recoding scheme (Fig. 6)
is constant in respect to the input bit-width and is given by the
equation:

(11)
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TABLE III
HA* DUAL OPERATION.

TABLE IV
HA** OPERATION.

TABLE V
FA* OPERATION.

TABLE VI
FA** OPERATION.

where is the delay of shaping the output carry of a
conventional FA and is the delay of forming the sum
of a signed FA*.

Fig. 7. S-MB2 recoding scheme for (a) even and (b) odd number of bits.

2) S-MB2 Recoding Scheme: The second approach of the
proposed recoding technique, S-MB2, is described in Fig. 7 for
even (Fig. 7(a)) and odd (Fig. 7(b)) bit-width of input numbers.
We consider the initial values and . The digits

, , are formed based on , and
according to (8). As in the S-MB1 recoding scheme, we use a
conventional FA to produce the carry and the sum .
The inputs of the FA are , and . The bit is the
output carry of a conventional HA which is part of the ( )
recoding cell and has the bits , as inputs. The bit

is the output sum of a HA* (basic operation – Table II,
Fig. 4(a)) in which we drive and the sum produced by a
conventional HA with the bits , as inputs. The HA*
is used in order to produce the negatively signed sum and
its outputs are given by the following Boolean equations:

(12)

In case that and comprise of even number of bits
(Fig. 7(a)), and are negatively weighted and the
conventional HA of the ( ) recoding cell is replaced by the
dual HA* analyzed in Table III. The MSD is a signed
digit and is given by the relation:

(13)

In case that the number of bits of the inputs and is odd
(Fig. 7(b)), the MSD is a MB digit that is formed based
on , and . The carry ( ) and the sum
are produced by a FA** with inputs ( ), ( ) and
(Table VI, Fig. 5(b)).
The critical path delay of S-MB2 recoding scheme is calcu-

lated as follows:

(14)

where and are the delays of shaping the
output carry of a conventional HA and FA respectively and

is the delay of forming the sum of a signed HA*.
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Fig. 8. S-MB3 recoding scheme for (a) even and (b) odd number of bits.

3) S-MB3 Recoding Scheme: The third scheme imple-
menting the proposed recoding technique is S-MB3. It is illus-
trated in detail in Fig. 8 for even (Fig. 8(a)) and odd (Fig. 8(b))
bit-width of input numbers. We consider that and

. We build the digits based
on , and according to (8). Once more, we use a
conventional FA to produce the carry and the sum .
The bit is now the output carry of a HA* (basic operation
– Table II, Fig. 4(a)), which belongs to the ( ) recoding
cell and has the bits , as inputs. The negatively
signed bit is produced by a HA** (Table IV, Fig. 4(b)) in
which we drive and the output sum (negatively signed)
of the HA* of the recoding cell with the bits , as
inputs. The carry and sum outputs of the HA** are given by
the following Boolean equations:

(15)

In case that both and comprise of even number of bits
(Fig. 8(a)), and are negatively weighted and we
use the dual implementation of the HA* (Table III, Fig. 4(a)) in
the ( ) recoding cell. Consequently, the output sum of the
HA* becomes positively weighted and the HA** that follows
has to be replaced with a HA*. The most significant digits for
both cases of even and odd bit-width of and , are formed as
in S-MB2 recoding scheme.
The critical path delay of S-MB3 recoding scheme is calcu-

lated as follows:

(16)

where and are the delays of shaping
the output carry of a signed HA* and FA respectively and

is the delay of forming the sum of a signed HA**.
4) Unsigned Input Numbers: In case that the input num-

bers and are unsigned, their most significant bits are posi-
tively signed. Figs. 9–11 present the modifications that we have
to make in all S-MB schemes for both cases of even (the two
most significant digits change) and odd (only the most signifi-
cant digit change) bit-width of and , regarding the signs of

Fig. 9. Implementation of the MSD of the S-MB1 recoding scheme in case of
unsigned input numbers for (a) even and (b) odd bit-width.

Fig. 10. Implementation of the MSD of the S-MB2 recoding scheme in case of
unsigned input numbers for (a) even and (b) odd bit-width.

Fig. 11. Implementation of the MSD of the S-MB3 recoding scheme in case of
unsigned input numbers for (a) even and (b) odd bit-width.

the most significant bits of and . The basic recoding block
in all schemes remains unchanged.

IV. PERFORMANCE EVALUATION

A. Theoretical Analysis

In this section, we present a theoretical analysis and compar-
ative study in terms of area complexity and critical delay among
the three recoding schemes that we described in Section III and
the three existing recoding techniques [12], [13] and [23]. Our
analysis is based on the unit gate model [16]. More specif-
ically, for our quantitative comparisons the 2-input primitive
gates (NAND, AND, NOR, OR) count as one gate equivalent
for both area and delay, whereas the 2-input XOR, XNOR gates
count as two gate equivalents [16]. The area of a FA and a HA
is 7 and 3 gate equivalents respectively. The delays of the sum
and carry outputs of a FA are 4 and 3 gate equivalents respec-
tively, while those of a HA are 2 and 1. All the aforementioned
information is summarized in Table VII.
In Figs. 12–14we illustrate the recoding schemes of [12], [13]

and [23] respectively at the level of the basic recoding cell in-
cluding the MB encoder. In each of the Figs. 12–14 we draw a
bold line showing the critical path of the corresponding recoding
scheme which is selected to be the one that contains the highest
number of XOR gates. A second bold line is drawn in Figs. 12
and 13 showing an alternative critical path which consists of the
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TABLE VII
AREA AND DELAY OF VARIOUS COMPONENTS IN THE UNIT GATE MODEL.

Fig. 12. Recoding scheme of [12] at the level of basic recoding cell and its
alternative critical paths.

Fig. 13. Recoding scheme of [13] at the level of basic recoding cell and its
alternative critical paths.

highest number of primitive gates. In both figures, the two alter-
native critical paths have the same delay which is equal to
in Fig. 12 and in Fig. 13. In Fig. 15(a) and (b) we also pro-
vide the basic cells of the proposed recoders S-MB1 and S-MB2
respectively and draw their critical paths (bold lines). The pro-
posed S-MB3 recoding scheme is equivalent to the S-MB2 one,
in the unit gate model, in terms of area and delay. Table VIII
summarizes the area complexity and the critical delay of the
proposed recoding schemes (based on (11), (14) and (16)) and
the recoders presented in [12], [13] and [23].
Based on Table VIII, we observe that all the proposed re-

coding schemes (S-MB1, S-MB2 and S-MB3) achieve area re-
duction of up to compared to the existing recoders de-
scribed in [12], [13] and [23]. In terms of critical delay, the pro-
posed schemes appear to be faster by a than [12] and [23] and

Fig. 14. Recoding scheme of [23] at the level of basic recoding cell and its
critical path.

Fig. 15. Critical path of the proposed (a) S-MB1 and (b) S-MB2 recoding
scheme.

TABLE VIII
AREA AND DELAY COMPARISON OF THE PROPOSED RECODING SCHEMES WITH

EXISTING RECODERS.

very close to the delay of [13]. Thus, we resort to the synthesis
of all recoding schemes using industrial tools in order to clarify
the differences among them in terms of critical delay and verify
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TABLE IX
AREA, DELAY AND POWER MEASUREMENTS OF FAM DESIGNS (EVEN BIT-WIDTH).

the area advantages that the proposed schemes deliver over the
existing ones.

B. Experimental Evaluation

In this section, we compare the performance of the three
proposed recoding schemes explored in Section III with the
three schemes described in [12], [13], [23]. We included each of
the recoding schemes in a fused Add-Multiply (FAM) operator
(Fig. 1(b)) and implemented them using structural Verilog HDL
for both cases of even and odd bit-width of the recoder’s input
numbers. The Wallace CSA tree and the fast CLA adder have
been imported from the Synopsys DesignWare Library. We
used Synopsys Design Compiler [18] and the Faraday 90 nm
standard cell library [22] to synthesize the evaluated designs. In
order to have a fair comparison among all FAM designs, they
are implemented identically except for the recoding module.
The synthesis was conducted considering the highest degree
of optimization in Synopsys Design Compiler and ungrouping
the hierarchy of the designs. Since the purpose of this work
is to compare the performance of the aforementioned designs,
we synthesized each FAM design at the highest achievable fre-
quency. We also synthesized all designs at lower frequencies in
order to explore how they behave considering different timing
constraints in terms of area, timing and power consumption.
For each timing constraint, we simulated the designs using
Modelsim for the same set of pairs of input numbers in 2’s

complement representation which were generated randomly
with equal probability of a bit to be 0 or 1. Finally, we used
Synopsys PrimeTime-PX [19] to calculate power consumption.
The performance of the FAM designs that include the pro-

posed recoding schemes is considered with respect to the bit-
width of the input numbers. Tables IX and X show the area and
power measurements of all FAM units for different clock pe-
riods for even (i.e., 8, 12, 16, 24 and 32 bits) and odd (i.e., 7,
11, 15, 23 and 31 bits) bit-width of the recoder’s inputs respec-
tively. The lowest area and power values of each clock period
are notified in bold. Note that the measurements presented in
both Tables IX and X should be evaluated considering that the
S-MB recoder is only a part of the overall circuit of a FAM de-
sign.
As shown in Table VIII, there are timing differences among

the three existing recoders ([12], [13] and [23]). The recoder of
[13] is by faster than the recoders of [12] and [23] which is
verified by the experimental results where the [13] based FAM
design achieves lower critical delays compared to the ones that
incorporate the recoders of [12] and [23]. The recoding scheme
of [23] includes subcomponents while the recoders of [12] and
[13] are designed directly in gate-level. The ungrouping of the
hierarchy of the recoder of [23] leads to larger timing optimiza-
tions than the ones of [12] and [13]. Thus, in both Tables IX and
X we observe that the [23] based FAM design can achieve lower
critical delays than the FAM design which uses the recoder of
[12].
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TABLE X
AREA, DELAY AND POWER MEASUREMENTS OF FAM DESIGNS (ODD BIT-WIDTH).

In order to confirm the consistency between the theoretical
analysis and the experimental evaluation, we should always
consider the results of Tables VIII–X for the area of the recoding
schemes in relation with the corresponding delay values. In
Table VIII, the existing recoders have similar area complexity.
However, in Tables IX and X we observe that the [13] based
FAM design is more area efficient than those based on [12] and
[23]. This was expected considering it can be synthesized in
lower clock periods, which in turn leads to area reduction while
the clock period is being relaxed. Also, in the highest clock
periods, we observe that the area differences among the FAM
designs which incorporate existing recoders are small verifying
the theoretical analysis (Table VIII).
As in the case of the recoder of [23], the proposed recoding

schemes (S-MB1, S-MB2 and S-MB3) contain a number of sub-
components. Thus, although in Table VIII the recoder of [13] is
by a faster than the proposed recoding schemes, the exper-
imental results of Tables IX and X show that the FAM designs
which incorporate the proposed recoders (mainly the S-MB1 and
S-MB2 FAM designs) are amenable to timing optimizations and
deliver improvements in the critical delay compared to the FAM
designs based on the existing recoders.
In Figs. 16 and 17 we present a comparison among all FAM

designs, in terms of area and power consumption respectively,
for even bit-width. For each case that we explored, we focus on
the lowest clock period where all FAM designs are synthesized.

Fig. 16. Area comparison for even bit-width with all values normalized to the
corresponding ones of [12].

All values are normalized to the corresponding ones of [12]. As
observed, the proposed recoding technique outperforms [12].
In addition, in all cases there is at least one FAM design that
incorporates a proposed recoding scheme and outperforms both
[13] and [23]. The corresponding figures for odd bit-width are
omitted as the results of comparison for both area and power
consumption metrics are similar to the ones for even bit-width.
Based on Tables IX and X and considering the measurements

for all bit-widths and clock periods, we summarize in Table XI
the average area and power gains that the S-MB1, S-MB2 and
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Fig. 17. Power comparison for even bit-width with all values normalized to the
corresponding ones of [12].

TABLE XI
AVERAGE GAINS OF AREA COMPLEXITY AND POWER CONSUMPTION.

S-MB3 based FAM designs present over the ones which include
the recoding schemes of [12], [13] and [23]. Table XI shows
that the proposed recoding schemes deliver considerable im-
provements in both area and power dissipation and verifies the
theoretically expected (Table VIII) area reductions. Also, as we
observe in Table XI, the S-MB1 and S-MB2 based FAM designs
are on average more efficient than the ones based on the S-MB3
and the existing schemes. So, we propose the S-MB1 and S-MB2
recoding schemes as the most efficient ones (regarding their
overall performance which includes critical delay, area com-
plexity and power dissipation) since Table XI shows that the
S-MB1 and S-MB2 based FAMdesigns achieve the highest gains
for even and odd bit-width respectively.

V. CONCLUSION

This paper focuses on optimizing the design of the Fused-Add
Multiply (FAM) operator.We propose a structured technique for
the direct recoding of the sum of two numbers to its MB form.
We explore three alternative designs of the proposed S-MB re-
coder and compare them to the existing ones [12], [13] and [23].
The proposed recoding schemes, when they are incorporated in
FAM designs, yield considerable performance improvements in
comparison with the most efficient recoding schemes found in
literature.
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