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Brief Papers
Low-Power Pulse-Triggered Flip-Flop Design

Based on a Signal Feed-Through Scheme

Jin-Fa Lin

Abstract— In this brief, a low-power flip-flop (FF) design featuring an
explicit type pulse-triggered structure and a modified true single phase
clock latch based on a signal feed-through scheme is presented. The
proposed design successfully solves the long discharging path problem in
conventional explicit type pulse-triggered FF (P-FF) designs and achieves
better speed and power performance. Based on post-layout simulation
results using TSMC CMOS 90-nm technology, the proposed design
outperforms the conventional P-FF design data-close-to-output (ep-DCO)
by 8.2% in data-to-Q delay. In the mean time, the performance edges
on power and power- delay-product metrics are 22.7% and 29.7%,
respectively.

Index Terms— Flip-flop (FF), low power, pulse-triggered.

I. INTRODUCTION

Flip-flops (FFs) are the basic storage elements used extensively
in all kinds of digital designs. In particular, digital designs nowa-
days often adopt intensive pipelining techniques and employ many
FF-rich modules such as register file, shift register, and first in-
first out. It is also estimated that the power consumption of the
clock system, which consists of clock distribution networks and
storage elements, is as high as 50% of the total system power.
FFs thus contribute a significant portion of the chip area and power
consumption to the overall system design [1], [2].

Pulse-triggered FF (P-FF), because of its single-latch structure,
is more popular than the conventional transmission gate (TG) and
master–slave based FFs in high-speed applications. Besides the speed
advantage, its circuit simplicity lowers the power consumption of the
clock tree system. A P-FF consists of a pulse generator for strobe
signals and a latch for data storage. If the triggering pulses are
sufficiently narrow, the latch acts like an edge-triggered FF. Since
only one latch, as opposed to two in the conventional master–slave
configuration, is needed, a P-FF is simpler in circuit complexity. This
leads to a higher toggle rate for high-speed operations [3]–[8]. P-FFs
also allow time borrowing across clock cycle boundaries and feature
a zero or even negative setup time. Despite these advantages, pulse
generation circuitry requires delicate pulse width control to cope
with possible variations in process technology and signal distribution
network. In [9], a statistical design framework is developed to take
these factors into account. To obtain balanced performance among
power, delay, and area, design space exploration is also a widely
used technique [10]–[13].

In this brief, we present a novel low-power P-FF design based
on a signal feed-through scheme. Observing the delay discrepancy
in latching data “1” and “0,” the design manages to shorten the
longer delay by feeding the input signal directly to an internal node
of the latch design to speed up the data transition. This mechanism is
implemented by introducing a simple pass transistor for extra signal
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Fig. 1. Conventional P-FF designs. (a) ep-DCO [7]. (b) CDFF [16].
(c) Static-CDFF [17]. (d) MHLFF [19].

driving. When combined with the pulse generation circuitry, it forms
a new P-FF design with enhanced speed and power-delay-product
(PDP) performances.

II. PROPOSED P-FF DESIGN BASED ON A

SIGNAL FEED THROUGH SCHEME

A. Conventional Explicit Type P-FF Designs

PF-FFs, in terms of pulse generation, can be classified as an
implicit or an explicit type. In an implicit type P-FF, the pulse
generator is part of the latch design and no explicit pulse signals are
generated. In an explicit type P-FF, the pulse generator and the latch
are separate [7]. Without generating pulse signals explicitly, implicit
type P-FFs are in general more power-economical. However, they
suffer from a longer discharging path, which leads to inferior timing
characteristics. Explicit pulse generation, on the contrary, incurs more
power consumption but the logic separation from the latch design
gives the FF design a unique speed advantage. Its power consumption
and the circuit complexity can be effectively reduced if one pulse
generator is shares a group of FFs (e.g., an n-bit register). In this
brief, we will thus focus on the explicit type P-FF designs only.

To provide a comparison, some existing P-FF designs are reviewed
first. Fig. 1(a) shows a classic explicit P-FF design, named data-close-
to-output (ep-DCO) [7]. It contains a NAND-logic-based pulse gen-
erator and a semidynamic true-single-phase-clock (TSPC) structured
latch design. In this P-FF design, inverters I3 and I4 are used to latch
data, and inverters I1 and I2 are used to hold the internal node X .
The pulse width is determined by the delay of three inverters. This
design suffers from a serious drawback, i.e., the internal node X is
discharged on every rising edge of the clock in spite of the presence
of a static input “1.” This gives rise to large switching power dissi-
pation. To overcome this problem, many remedial measures such as
conditional capture, conditional precharge, conditional discharge, and
conditional pulse enhancement scheme have been proposed [14]–[18].
Fig. 1(b) shows a conditional discharged (CD) technique [16]. An
extra nMOS transistor MN3 controlled by the output signal Q_fdbk
is employed so that no discharge occurs if the input data remains “1.”
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Fig. 2. Schematic of the proposed P-FF design.

In addition, the keeper logic for the internal node X is simplified and
consists of an inverter plus a pull-up pMOS transistor only.

Fig. 1(c) shows a similar P-FF design (SCDFF) using a static
conditional discharge technique [17]. It differs from the CDFF
design in using a static latch structure. Node X is thus exempted
from periodical precharges. It exhibits a longer data-to-Q (D-to-Q)
delay than the CDFF design. Both designs face a worst case delay
caused by a discharging path consisting of three stacked transistors,
i.e., MN1–MN3. To overcome this delay for better speed perfor-
mance, a powerful pull-down circuitry is needed, which causes extra
layout area and power consumption. The modified hybrid latch flip-
flop (MHLFF) [19] shown in Fig. 1(d) also uses a static latch. The
keeper logic at node X is removed. A weak pull-up transistor MP1
controlled by the output signal Q maintains the level of node X
when Q equals 0. Despite its circuit simplicity, the MHLFF design
encounters two drawbacks. First, since node X is not predischarged,
a prolonged 0 to 1 delay is expected. The delay deteriorates further,
because a level-degraded clock pulse (deviated by one VT) is applied
to the discharging transistor MN3. Second, node X becomes floating
in certain cases and its value may drift causing extra dc power [18].

B. Proposed P-FF Design

Recalling the four circuits reviewed in Section II-A, they
all encounter the same worst case timing occurring at 0 to 1 data
transitions. Referring to Fig. 2(a), the proposed design adopts a signal
feed-through technique to improve this delay. Similar to the SCDFF
design, the proposed design also employs a static latch structure and
a conditional discharge scheme to avoid superfluous switching at an
internal node. However, there are three major differences that lead to
a unique TSPC latch structure and make the proposed design distinct
from the previous one. First, a weak pull-up pMOS transistor MP1
with gate connected to the ground is used in the first stage of the
TSPC latch. This gives rise to a pseudo-nMOS logic style design,
and the charge keeper circuit for the internal node X can be saved.
In addition to the circuit simplicity, this approach also reduces the
load capacitance of node X [20], [21]. Second, a pass transistor
MNx controlled by the pulse clock is included so that input data can
drive node Q of the latch directly (the signal feed-through scheme).
Along with the pull-up transistor MP2 at the second stage inverter of
the TSPC latch, this extra passage facilitates auxiliary signal driving
from the input source to node Q. The node level can thus be quickly
pulled up to shorten the data transition delay. Third, the pull-down
network of the second stage inverter is completely removed. Instead,
the newly employed pass transistor MNx provides a discharging
path. The role played by MNx is thus twofold, i.e., providing extra
driving to node Q during 0 to 1 data transitions, and discharging

node Q during “1” to “0” data transitions. Compared with the latch
structure used in SCDFF design, the circuit savings of the proposed
design include a charge keeper (two inverters), a pull-down network
(two nMOS transistors), and a control inverter. The only extra
component introduced is an nMOS pass transistor to support signal
feedthrough. This scheme actually improves the “0” to “1” delay
and thus reduces the disparity between the rise time and the fall time
delays. In comparison with other P-FF designs such as ep-DCO,
CDFF, and SCDFF, the proposed design shows the most balanced
delay behaviors.

The principles of FF operations of the proposed design are
explained as follows. When a clock pulse arrives, if no data transition
occurs, i.e., the input data and node Q are at the same level, on current
passes through the pass transistor MNx, which keeps the input stage
of the FF from any driving effort. At the same time, the input data and
the output feedback Q_fdbk assume complementary signal levels and
the pull-down path of node X is off. Therefore, no signal switching
occurs in any internal nodes. On the other hand, if a “0” to “1” data
transition occurs, node X is discharged to turn on transistor MP2,
which then pulls node Q high. Referring to Fig. 2(b), this corresponds
to the worst case timing of the FF operations as the discharging path
conducts only for a pulse duration. However, with the signal feed-
through scheme, a boost can be obtained from the input source via the
pass transistor MNx and the delay can be greatly shortened. Although
this seems to burden the input source with direct charging/discharging
responsibility, which is a common pitfall of all pass transistor logic,
the scenario is different in this case because MNx conducts only for
a very short period. Referring to Fig. 2(c), when a “1” to “0” data
transition occurs, transistor MNx is likewise turned on by the clock
pulse and node Q is discharged by the input stage through this route.
Unlike the case of “0” to “1” data transition, the input source bears
the sole discharging responsibility. Since MNx is turned on for only a
short time slot, the loading effect to the input source is not significant.
In particular, this discharging does not correspond to the critical path
delay and calls for no transistor size tweaking to enhance the speed.
In addition, since a keeper logic is placed at node Q, the discharging
duty of the input source is lifted once the state of the keeper logic
is inverted.

III. SIMULATION RESULTS

The performance of the proposed P-FF design is evaluated against
existing designs through post-layout simulations. The compared
designs include four explicit type P-FF designs shown in Fig. 1, an
implicit type P-FF design named SDFF [5], a TG latch based P-FF
design ep-SFF [7], plus two non-P-FF designs. One of them is a con-
ventional TG master–slave-based FF (TGFF) and the other one is an
adaptive-coupling-configured FF design (ACFF) [2]. A conventional
CMOS NAND-logic-based pulse generator design with a three-stage
inverter chain [as show in Fig. 1(a)] is used for all P-FF designs
except the MHLFF design, which employs its own pulse generation
circuitry as specified in Fig. 1(d).

The target technology is the TSMC 90-nm CMOS process. Since
pulse width design is crucial to the correctness of data capture as
well as the power consumption [10]–[13], the transistors of the pulse
generator logic are sized for a design spec of 120 ps in pulse width
in the TT case. The sizing also ensures that the pulse generators
can function properly in all process corners. With regard to the latch
structures, each P-FF design is individually optimized subject to the
product of power and D-to-Q delay. To mimic the signal rise and
fall time delays, input signals are generated through buffers. Since
the proposed design requires direct output driving from the input
source, for fair comparisons the power consumption of the data input
buffer (an inverter) is included. The output of the FF is loaded with a
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TABLE I
FEATURE COMPARISON OF VARIOUS FF DESIGNS

FF Designs ep-DCO CDFF SCDFF MHLFF ep-SFF TGFF SDFF ACFF Proposed

Number of transistors 28 30 31 19 24 22 25 22 24

Layout area (μm2) 77.86 89.70 89.16 78.94 72.20 88.13 66.96 84.87 69.13

Setup time (ps) −83.8 −88.2 −44.8 1.5 −73.2 67.3 −26 112 −85.7

Hold time (ps) 110 123.5 122.6 95.7 137.1 −45.3 55.3 −60.9 120.1

Minimum D-to-Q delay (ps) 118.9 129.5 140.0 173.8 136.8 271.4 132.5 284.5 109.1

Average power (100% activity) μW 34.41 34.08 35.16 31.82 31.14 34.18 30.69 33.06 30.09

Average power (50% activity) μW 28.72 25.57 25.13 24.23 24.57 25.13 24.73 20.11 23.43

Average power (25% activity) μW 25.26 20.97 21.25 20.32 21.28 20.39 21.22 13.29 19.52

Average power (12.5% activity) μW 24.03 19.16 19.28 18.53 19.82 18.33 20.02 10.40 17.89

Average power (0% all-1) μW 29.70 17.08 17.25 16.75 18.60 15.54 26.72 7.45 16.06

Average power (0% all-0) μW 16.96 17.12 17.19 16.75 18.10 16.70 11.98 7.55 16.17

Optimal PDP (25% activity) pJ 3.03 2.72 2.98 3.58 2.91 5.54 2.84 3.78 2.13

TABLE II
LEAKAGE POWER COMPARISON IN STANDBY MODE (nW)

FF Designs ep-DCO CDFF SCDFF ep-SFF TGFF SDFF ACFF Proposed

(CLK, Data) = (0, 0) 51.48 53.53 58.97 48.76 40.05 39.78 58.07 52.42

(CLK, Data) = (0, 1) 57.94 51.51 52.02 54.75 51.04 45.09 58.48 52.76

(CLK, Data) = (1, 0) 59.87 59.56 65.31 61.76 63.66 46.38 84.77 59.03

(CLK, Data) = (1, 1) 66.43 67.96 74.66 71.24 74.53 53.19 85.45 70.34

Average 58.93 58.14 62.74 59.13 57.32 46.11 71.69 58.63

20-fF capacitor. An extra loading capacitance of 3 fF is also placed
at the output of the clock buffer [18]. The operating condition used
in simulations is 500 MHz/1.0 V. Six test patterns, each representing
a different data switching probability, are applied in simulations. Five
of them are deterministic patterns, with 0% (all-0 or all-1), 12.5%,
25%, 50%, and 100% data transition probabilities, respectively.

A. Power Consumption Performance of FF Designs

Table I summarizes the circuit features and the simulation results.
For circuit features, although the proposed design does not use the
least number of transistors, it has the smallest layout area. This is
mainly attributed to the signal feed-through scheme, which largely
reduces the transistor sizes on the discharging path. In terms of power
behavior, the proposed design is the most efficient in five out of
the six test patterns. The savings vary in different combinations of
test pattern and FF design. For example, if a 25% data switching
test pattern is used, the proposed design is more power-economical
than all except the ACFF design. Its power saving against ep-DCO,
CDFF, SCDFF, MHLFF, ep-SFF, SDFF, and TGFF are 22.7%, 6.9%,
8.1%, 8.3%, 3.9%, 4.3%, and 8%, respectively. The ep-DCO design
consumes the largest power because of the superfluous internal node
discharging problem. The ACFF design [2] leads in power efficiency
because it uses a simplified pMOS latch design and exhibits a
lighter loading to the clock network (only four MOS transistors are
connected to the clock source directly). Its power efficiency is even
more significant in the cases of zero or low input data switching
activity. Similarly, another non-P-FF design, the TGFF, performs
slightly better than the proposed one in the case of static input patterns
(0% switching activity). However, when a test pattern with 100%
switching activity is applied, the proposed deign is 9% and 12%
more power efficient than the ACFF design and the TGFF design,
respectively. This can be explained by the power overhead of the
pulse generator regardless of the data patterns in all P-FF designs.
The significance of this overhead, however, decreases as the data
switching activity increases.

Table II summarizes the leakage powers of all FF designs under
different combinations of clock and input signals. A possible concern

on the proposed design arises from the pseudo-nMOS logic in the
first stage. Although an always-on MP1 prevents node X from a
full voltage swing, it does not result in any dc power consumption
problem. A full voltage swing can be expected at node Q because of
the charge keeper with two inverters employed at node Q. A degraded
“0” signal at node X may affect the transition delay of node Q
but not the voltage level. The voltage level of node Q remains at
an intact value of VDD. Referring to Table II, the leakage power
consumption of the proposed design is very close to that of other
P-FF designs. The MHLFF design is the one that suffers from a large
dc power consumption because of a nonfull-swing internal node. Its
dc (leakage) power consumption is much higher than others and is
thus excluded from the comparison [18].

Since the proposed signal feed-through scheme requires occasional
signal driving from the input node directly to the output node, we
also calculate the power drawn by the pass transistor MNx (the
extra power consumption caused by the signal feedthrough scheme).
Post-layout simulation results show that this part accounts for only
8.47% of the total power consumption when the input data switching
activity is 100%. The percentage reduces to 1.62% when the input
data switching activity is lowered to 12.5%.

B. Timing Parameters of FF Designs

After the analysis of power performances, we then examine the
timing parameters of these FF designs. In this brief, the set-up
time is measured as the optimal timing (with respect to the clock
edge) of applying input data to minimize the product of power and
D-to-Q delay. In other words, its choice is based on the optimization
of PDPDQ instead of the D-to-Q delay alone.

Fig. 3(a) shows the simulation results of PDP curves versus setup
time. The PDP values of the proposed design are smaller than other
designs in almost all setup time settings. For most P-FF designs, the
minimum PDP values occur at negative setup times. This is because
of the extra delay introduced by the pulse generator so that input
data can be applied after the triggering edge of the clock. Note that
SDFF [5] is the only implicit type P-FF design under comparison. The
integration of the pulse generation logic with the latch structure gives
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(b)

(a)

Fig. 3. Setup time and hold time simulation results. (a) PDPDQ versus setup
time settings. (b) C-to-Q delay versus hold time settings.

SDFF an inherent advantage in power consumption. Unfortunately,
this advantage is partially offset by the excessive internal node
discharging problem when input data remains high. As a result, its
minimal PDP value is inferior to other explicit type P-FF designs.

Given a sufficient setup time, the hold time is measured as the
point where the slope of the clock-to-Q delay curves equals –1 [22].
Fig. 3(b) shows the simulation results. Note that the curves of the
MHLFF, TGFF, and ACFF designs are not included as they would
appear in the leftmost part of the plot. Because of negative setup
times, the hold times of P-FF designs are pushed back accordingly.
The numbers are thus larger than the two non-P-FF designs, i.e.,
TGFF and ACFF. The measured setup and hold times of the proposed
design are –85.7 and 120.1 ps, respectively. All but one P-FF designs
under comparison exhibit similar timing parameters. The exception
is the MHLFF design, which has a slightly positive setup time
and a shorter hold time than its counterparts because of a simpler
pulse generator. A longer hold time mainly affect the design of the
driving logic. If P-FFs are adopted in the entire design, the hold time
constraint can be easily satisfied because of a prolonged clock-to-Q
delay property in P-FF designs. Introducing an input delay buffer is
also a simple measure to alleviate the hold time requirement.

Fig. 4(a) shows the PDPDQ performance under different data
switching activities. The proposed design outperforms others in all
but the case of SDFF at 0% switching activity (all zero). The PDPDQ
values obtained under the test pattern with 25% switching activity are
also listed in Table I. The percentage of performance margin ranges
from 21.7% (against the CDFF design) to 61.6% (against the TGFF
design). Although the ACFF design leads in power efficiency, its
power-delay performance is inferior to the proposed one. Since pulse
generation circuits are sensitive to process variations. Fig. 4(b) shows
the PDPDQ performance of these designs at different process corners
under the condition of 25% data switching activity. Note that for each
process corner (SS = 0.8 V/125 °C, TT = 1 V/25 °C, FF = 1.2 V/
–40 °C, SF = 1 V/25 °C, and FS = 1 V/25 °C), the setup time is
scanned to obtain the best PDPDQ number. All P-FF designs function
properly subject to process variations. The performance edge of the

(b)

(a)

Fig. 4. PDP performances. (a) Different data switching activity. (b) Different
processor corners at 25% data switching activity.

Fig. 5. Monte Carlo simulation results.

proposed design is maintained as well. Notably, the MHLFF design
has the worst PDPDQ performance (among the explicit type P-FF
designs), especially at the SS process corner due to a large D-to-Q
delay and the poor driving capability of its pulse generation circuit.

Fig. 5 shows the Monte Carlo simulations based on the variation
in transistor sizes. The variation is modeled by a normal distribution
with a standard deviation equal to 5% of the transistor width. Two
P-FF type designs, i.e., ep-DCO, CDFF, and the proposed design
are simulated. For each process corner, 100 simulation sweeps are
conducted. The plot has a format of power as the x-axis and the
D-to-Q delay as the y-axis. Therefore, the closer the point is to the
lower left part of the plot, the better the performance of this design.
The simulation points corresponding to the same P-FF design are
marked with the same symbol (circle for the proposed design, cross
for the ep-DCO design and triangle for the CDFF design), while
symbol colors are used to distinguish the process corners. From the
simulation results, the advantage of the proposed design is obvious
in all simulation trials.
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IV. CONCLUSION

In this brief, we presented a novel P-FF design by employing a
modified TSPC latch structure incorporating a mixed design style
consisting of a pass transistor and a pseudo-nMOS logic. The key idea
was to provide a signal feedthrough from input source to the internal
node of the latch, which would facilitate extra driving to shorten
the transition time and enhance both power and speed performance.
The design was intelligently achieved by employing a simple pass
transistor. Extensive simulations were conducted, and the results did
support the claims of the proposed design in various performance
aspects.
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Evaluation of Leakage Reduction Alternatives
for Deep Submicron Dynamic Nonuniform

Cache Architecture Caches

Alessandro Bardine, Manuel Comparetti, Pierfrancesco Foglia,
and Cosimo Antonio Prete

Abstract— Wire delays and leakage energy consumption are both
growing problems in designing large on-chip caches. Nonuniform cache
architecture (NUCA) is a wire-delay aware design paradigm based on
the sub-banking of a cache, which allows the banks closer to the
controller to be accessed with reduced latencies with respect to the
other banks. This feature is leveraged by dynamic NUCA (D-NUCA)
caches via a migration mechanism which speeds up frequently used data
access, further reducing the effect wire delays have on performance.
To reduce leakage power consumption of static random access memory
caches, various micro-architectural techniques have been proposed. In
this brief, we compare the benefits and limits of the application of some
of these techniques to a D-NUCA cache memory, and propose a novel
hybrid scheme based on the Drowsy and Way Adaptable techniques. Such
a scheme allows further improvement in leakage reduction and limits the
impact of process variation on the effectiveness of the Drowsy technique.

Index Terms— Leakage reduction techniques, nonuniform cache archi-
tecture (NUCA) cache, power consumption, wire delay.

I. INTRODUCTION

Large static random access memory (SRAM) structures, currently
employed as last level caches (LLC) in microprocessor designs [1],

Manuscript received March 9, 2012; revised November 6, 2012; accepted
November 18, 2012. Date of publication February 1, 2013; date of current
version December 20, 2013. This work was supported in part by Italian
Miur under the PRIN2008 framework, Grant 200855LRP2_001, “Design
methodologies for high performance systems for scientific and multimedia
applications.”

A. Bardine, P. Foglia, and C. A. Prete are with the Dipartimento di
Ingegneria dell’Informazione, Università di Pisa, Pisa 56123, Italy (e-mail:
a.bardine@iet.unipi.it; foglia@iet.unipi.it; prete@iet.unipi.it).

M. Comparetti was with the Dipartimento di Ingegneria dell’Informazione,
Università di Pisa, Pisa 56123, Italy. He is now with ION Trading, Pisa 56125,
Italy (e-mail: manuel.comparetti@gmail.com).

Digital Object Identifier 10.1109/TVLSI.2012.2231949

1063-8210 © 2013 IEEE



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /ComicSansMS
    /ComicSansMS-Bold
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FranklinGothic-Medium
    /FranklinGothic-MediumItalic
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /Impact
    /Kartika
    /Latha
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaConsole
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSansUnicode
    /Mangal-Regular
    /MicrosoftSansSerif
    /MonotypeCorsiva
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MVBoli
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Raavi
    /Shruti
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Required"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


