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Abstract—In more electric aircraft (MEA) system, both ac
and dc electric power with multiple voltage levels are required
for various aircraft loads. This paper presents an induction
generator-based ac/dc hybrid electric power generation system
for MEA. In the proposed system architecure, a high-speed in-
duction starter/generator and a low-speed induction generator are
installed on the high pressure (HP) and low pressure (LP) spools
of the engine, respectively. In generating mode of operation, all of
the constant voltage variable frequency ac power is generated by
the HP generator while the dc power demand is shared by both HP
and LP generators. A control scheme is developed to regulate the
ac load voltage and coordinate dc power generation between the
two generators. The proposed induction generator based ac/dc hy-
brid generation system results in reduced hardware requirement
compared with both ac and dc primary generation systems.

Index Terms—Aircraft, distributed power generation, genra-
tors, induction motors, power generation control.

I. INTRODUCTION

THE EMERGING trend toward more electric architecture
for airplanes is intended to replace mechanical, hydraulic,

and pneumatic systems with electrical systems as much as pos-
sible. It is generally considered that the more electric aircraft
(MEA) would lead to lower fuel consumption and emissions, re-
duced maintenance, and possibly lower costs [1]–[4]. Advance-
ments of on-board electrification have increased the electric
power demand of the aircraft. A significant raise of generation
capacity is required to supply the additional loads.

As is shown in Fig. 1, in present MEA systems (e.g., Boeing
787, Airbus A380), the wound-field synchronous generator
(SG)-based ac primary generation system [5], [6] can feed the
frequency insensitive loads directly from the SG terminals. The
constant voltage variable frequency (CVVF) ac load voltage is
regulated by controlling the field current of the SG through an
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Fig. 1. System configuration of the SG-based ac primary generation
system [6].

external brushless exciter. This exciter consists of a permanent
magnet (PM) machine and a diode rectifier mounted on the gen-
erator shaft. By adjusting the excitation of the field winding, the
ac source voltage can be regulated with variable shaft speed.
However, in the SG-based ac primary generation system, the
complex rotor structure makes the torque to inertia ratio of SG
lower than other type of electric machines [1]. Moreover, the ro-
tating diode bridge structure limits the top speed of the generator
shaft. If the synchronous machine is used as a starter/generator,
separate field and armature voltage controls are required during
its motoring operation.

In MEA systems, the effect of electrical power offtake can
sometimes have significant impact on the dynamics and control
of the aircraft engine [7]. For instance, during the transition from
cruise to descent phase, the aircraft engine power is transiently
reduced while maintaining high electrical power demand. This
transition creates a possibility of engine instability and may
require substantial electric load shedding. This issue can be
resolved by installing an extra generator on the low pressure (LP)
spool of the engine and sharing the electrical power extraction
between the high pressure (HP) and LP spools [4]–[7].

In order to parallel the two generators operated at differ-
ent frequencies, a dc primary generation system with power
electronic converters is preferred as an advanced more electric
architecture [8], [9]. PM generator is preferred in this twin-
spool twin-generator architecture due to its high-power den-
sity and self-excited capability [8]–[10]. As shown in Fig. 2,
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Fig. 2. System configuration of the PM generator-based dc primary generation
system [8].

a high-speed starter/generator and a low-speed generator are
placed directly on the HP and LP spool of the engine, respec-
tively. In the engine starting process, the PM starter/generator
on HP spool can operate as a motor to start the engine using
ground power supply. During the flight mission, the power gen-
erated from the two generators are rectified and transmitted to a
±270-V dc power bus. This type of system presents high power
factor and high efficiency, but suffers from excessive current
flow during fault condition because of the use of PM gener-
ators [10]. Although multiphase fault-tolerant PM generators
have been investigated to limit the short-circuit fault current
[11]–[13], using PM generator to fulfill the overload current
requirement of main engine generator in aerospace application
is still problematic. Furthermore, installing the PM generator
close to the gas turbine engine may greatly affect the system
reliability since most PM materials are vulnerable to demag-
netization under very high temperature. Finally, compared to
the SGbased ac primary generation system architecture, the
CVVF power demanded by frequency insensitive loads (e.g.,
wing de-icing system, galleys, etc.) in dc primary generation
system is first converted to dc power by the active rectifier of
the generator, and inverted back to ac power through dedicated
inverters. This two-stage ac–dc–ac conversion adds extra losses
and additional hardware to the system. In Boeing 787, under
cursing condition, the power consumed by the frequency in-
sensitive ac loads is close to 50% of the total electrical power
consumption [8].

Using induction machine as main engine generator in aircraft
application is rarely reported in literature [14]–[16]. In medium
power applications (50–150 kW), the power density of induc-
tion generator (IG) is relatively higher than wound-field SG,
but lower than PM generator [17]. Nonetheless, the concern of
excessive fault current due to the PM excitation for airborne
applications can be easily addressed by using IGs. In addition,
the internal impedance of IG is the lowest among all type of
generators.

Fig. 3. System configuration of the IG-based ac/dc hybrid generation system.

From the generation system architecture point of view, since
neither ac nor dc primary generation system is able to meet all
the power requirements with optimized performance in terms of
volume, weight, efficiency, reliability, and cost. Hence, in this
paper, an IG-based ac/dc hybrid generation system is proposed
to combine the advantages and address the shortcomings of both
systems.

In this paper, the configuration of the proposed IG-based
ac/dc hybrid generation system for MEA is presented. A
steady-state analysis is carried out to explain the proposed
twin-spool twin-generator ac/dc hybrid generation method. A
closed-loop control scheme for ac and dc voltage regulation
of the proposed system is developed based on field oriented
control (FOC) theory. As an extension of the work in [18], the
feasibility of operation of the proposed system is demonstrated
by hardware-in-the-loop real-time emulation.

II. SYSTEM CONFIGURATION

The proposed IG-based ac/dc hybrid generation system is
shown in Fig. 3. In the proposed system, a high-speed open-end
winding squirrel-cage induction starter/generator and a low-
speed conventional wye-connected squirrel-cage IG are attached
to the HP and LP spools of the engine, respectively. In generating
mode of operation, the HP generator is in charge of generating
all of the CVVF power, while the dc power demand is shared by
both HP and LP generators. The proposed ac/dc hybrid genera-
tion architecture can supply CVVF power directly from one side
of the generator winding terminals without external exciter, and
generate dc power on the other side of the generator winding
terminals through an inverter/rectifier unit.

From the generation system architecture point of view, com-
pared to dc primary generation system in Fig. 2, the undesired
ac–dc–ac conversion is avoided by applying ac/dc hybrid gener-
ation on HP spool in the proposed system, while the merits of the
twin-spool twin-generator dc primary generation architecture
have been reserved. As compared to the ac primary generation
system in Fig. 1, the application of IG removes the external ex-
citer, while the twin-spool twin-generator architecture improves
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Fig. 4. Electrical system diagram of the IG-based ac/dc hybrid generation
system.

Fig. 5. Starter mode of operation of the IG-based ac/dc hybrid generation
system.

the overall generation performance. As a result, the overall
hardware requirement of the proposed system is reduced com-
pared to both ac and dc primary generation systems.

A more detailed electrical system configuration is shown in
Fig. 4. An inverter/rectifier unit and frequency insensitive ac
loads are connected to each end of the HP spool open-end
winding IG terminals. An active rectifier unit is connected to
the LP spool wye-connected IG. The dc output end of the in-
verter/rectifier unit and the active rectifier unit are paralleled to
the dc bus.

In most of the MEA applications, besides generating electric
power, the main engine generator is also used as a starter for
starting the aircraft engine. A dc power supply from the APU
generation system or ground power supply is usually available
for this process. As is shown in Fig. 5, in the engine starting mode
of operation, the entire LP spool generation subsystem is deac-
tivated. The ac loads are disconnected from the HP generator,
and the ac load-side generator terminals are shorted to transform
the open-end IG on HP spool into a wye-connected induction
motor. Additional circuit breakers are required to implement
this transformation. Using the dc power supply, the transformed

Fig. 6. Generator mode of operation of the IG-based ac/dc hybrid generation
system.

induction motor can be driven by the inverter/rectifier unit to
start the aircraft engine.

Once the engine shaft reaches its idle speed, the proposed
system begins to operate in generator mode. As is shown in
Fig. 6, in this mode of operation, the ac load-side terminals of
the HP generator are connected to the CVVF loads, and the wye-
connected IG on LP spool is activated. All the CVVF power is
generated only by the HP generator, while the power demand of
the dc loads is shared between both the HP and LP generators.
The dc-bus capacitor will be fully charged at the beginning of
the generator mode of operation.

In the proposed ac/dc hybrid generation system, instead of
using a conventional wye-connected IG and connecting the
CVVF loads in parallel with the inverter/rectifier unit [19],
the CVVF loads, the HP shaft open-end winding IG, and the
inverter/rectifier unit are connected in series. Compared to the
conventional shunt connected configuration [19], the series con-
nected inverter/rectifier unit requires higher current ratings.
However, the open-end winding generator configuration can in-
crease the output voltage of the generator [20], [21], from which
the current rating of the generator can be reduced for the same
amount of power generation demand. As a result, the size and
weight of the generator can be greatly reduced compared to the
shunt connected configuration.

III. SYSTEM MODELING AND OPERATION PRINCIPLE

As is shown in Fig. 6, in the proposed generation system,
all the CVVF power is only generated by the HP generator,
while the power demand of the dc loads is shared between
both the HP and LP generators. The generation subsystem on
HP spool includes a high-speed generator, an inverter/rectifier
unit, a CVVF distribution bus, and a shared CV dc distribution
bus. The generation subsystem on LP spool consists of a low-
speed generator, an active rectifier unit, and the shared CV dc
distribution bus. The system model and operation principle of
the generation subsystems on HP and LP spools are discussed
in detail in the following sections.
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A. HP Spool Generation Subsystem and AC Load
Voltage Regulation

In the HP spool generation subsystem, the frequency insen-
sitive loads in MEA (e.g., wing de-icing system and galley
loads), which are generally resistive heaters, are symmetrically
distributed at the generator terminals. Therefore, the open-end
winding IG on HP spool can be modeled as a wye-connected
IG with an increased stator resistance. In the rotor flux oriented
reference frame, neglecting the saturation effects, the steady-
state voltage and torque equations for the HP spool IG can be
expressed as [17]

Vqs1 = (Rs1 + RacL ) Iqs1 + ωe1λds1 (1)

Vds1 = (Rs1 + RacL ) Ids1 − ωe1λqs1 (2)

Te1 =
3
2

P1
2

Lm1
2

Lr1
Iqs1Ids1 (3)

λqs1 = Lsσ1Iqs1 (4)

λds1 = Ls1Ids1 (5)

Lsσ1 = Ls1 − L2
m1

Lr1
. (6)

In the above equations, Vqs1 , Vds1 , Iqs1 , Ids1 , λqs1 , and λds1
are the q- and d-axis stator voltages, currents, and flux linkages,
respectively. Rs1 is the stator winding resistance and RacL

is the ac load resistance. Lsσ1 stands for the stator transient
inductance (stator short-circuit inductance). Ls1 , Lr1 , Lm1 , and
P1, are the stator, rotor, magnetizing inductance, and pole pairs
of the induction machine 1, respectively. ωe1 is the electrical
frequency of the induction machine 1.

In the proposed system, the ac loads (resistive heaters) are
modeled as three-phase balanced resistors connecting in series
with HP generator windings. In order to regulate the ac RMS
load voltage, the ac load current (stator current magnitude) needs
to be controlled according to the load resistance variation. The
ac line-to-line RMS load voltage can be expressed as

vac =
√

v2
a1 + v2

b1 + v2
c1 . (7)

The ac load current reference can be expressed as

I∗ =
√

I∗qs1
2 + I∗ds1

2 . (8)

Limited by the current rating of the generation system, the
power generated for frequency insensitive ac loads can be mod-
eled as the heat generated by the three-phase balanced resistors
connected in series with the HP generator. Thus, the power
transmitted to the dc bus can be written as

Pdc1 = −ωe1
T ∗

e1

P1
− (Rs1 + RacL ) I∗2 (9)

where T ∗
e1 is the torque reference of the HP generator.

According to (9), the torque reference can be determined by
the ac load current reference and dc power output command.
The theoretical equilibrium points of the HP spool generation
subsystem for a given ac and dc power demand are illustrated
in Fig. 7.

Fig. 7. Operating constraints of the HP spool generation subsystem.

In Fig. 7, the intersections A and B indicate two theoretical
equilibrium points for corresponding ac load current and HP
generator torque references. For a given ac load condition, the
torque reference of the HP generator varies with different dc
output power command of the system. When the dc power out-
put increases, the torque reference curve will move away from
the ac load current reference circle. Therefore, the dc power
output needs to be limited to ensure that there exists at least
one intersection point of the torque reference curve and the load
current reference circle.

Furthermore, the maximum torque of an IG is limited by
the voltage rating of the system. This voltage limitation can be
expressed as follows:

V 2
s1,max ≥ V 2

qs1 + V 2
ds1 (10)

Substituting (1), (2), (4), (5) into (10), the voltage constraint
equation becomes

[
(Rs1 + RacL ) Iqs1

ωe1
+ LsIds1

]2

+
[
(Rs1 + RacL ) Ids1

ωe1
− Lsσ1Iqs1

]2

≤ V 2
s1,max

ω2
e1

. (11)

Equation (11) forms a voltage limit ellipse in Fig. 7. This
ellipse is similar to the analysis of flux weakening operation for
induction motor [22], yet the load resistance makes the ellipse
rotation varies from different load condition in the proposed
system. An increased ac load power demand will result in a
clockwise rotation of the voltage limit ellipse and vice versa.
Therefore, equilibrium point B in Fig. 7 is not a valid operating
point of the system. Besides the constraint to guarantee the
existence of equilibrium point, the dc output power from HP
spool is hereby further bounded by the voltage limit of the
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Fig. 8. Contour maps of d-q axis current commands for ac load current and
generator torque reference sweep test.

system. This bounded operating range can be demonstrated as
the segment of the ac current reference circle inside of the
voltage limit ellipse.

The flux current command I∗ds1 and torque current command
I∗qs1 can be calculated as the simultaneous solution of (3) and (8).
For a given ac load current reference and HP generator torque
reference, the d and q-axis current references can be expressed
as follows:

I∗ds1 =

√
I∗2 − 2T ∗

e 1
k1

−
√

I∗2 + 2T ∗
e 1

k1

2
(12)

I∗qs1 =
−

√
I∗2 − 2T ∗

e 1
k1

−
√

I∗2 + 2T ∗
e 1

k1

2
(13)

where k1 = 3
2

P 1
2

L2
m 1

Lr 1
is the torque coefficient.

In order to illustrate the disposition of d-, q-axis current
commands with ac and dc power demand variations, a two-
dimensional sweep test of ac load current and generator torque
reference is performed using MATLAB.

The results of the test are shown as contour maps in Fig. 8. Ev-
idently, the q-axis (torque) current command and ac load current
reference variations are almost proportional, while changing
q-axis current command has little impact to the generator torque
with a fixed ac load current command. The d-axis (flux) current
command changes greatly with generator torque variation, but
it is relatively insensitive to ac load current changes. It can be
inferred from the sweep test results that changing dc power
output of the HP spool generation subsystem greatly depends
on the flux variation of HP generator, resulting in a very slow
system response. In contrast, regulating ac load voltage with a
constant (or slowly varied) dc output power can be achieved by
controlling q-axis current with small variation of generator flux.
The dc-bus voltage can be regulated with a master-slave control
strategy with cooperation of the LP spool generation subsystem.

B. LP Spool Generation Subsystem and DC-Bus
Voltage Regulation

The dc voltage regulation of the proposed hybrid ac/dc gener-
ation system is implemented by a master-slave control strategy.
The HP generator, while regulating ac load voltage, operates as
the master in dc power generation and offers a constant power
output to the dc bus. In contrast, the LP generator operates as
the slave and supplies the rest of the dc power demand. The dc

Fig. 9. Overall closed-loop control scheme for the proposed ac/dc hybrid
generation system

power output of the LP generator is determined as

Pdc2 = vdcC
dvdc

dt
+ vdcidcL − Pdc1 (14)

where idcL is the dc-bus load current, Pdc1 and Pdc2 are the dc
power output of the HP and LP generator, respectively.

Other than the dc power extraction from the HP spool gen-
eration subsystem, the LP spool generation subsystem operates
as a conventional front end dc generation system. The control
scheme of the overall generation system will be discussed in
greater detail in the next section.

IV. CONTROL SCHEME

The overall closed-loop control scheme for the proposed ac/dc
hybrid generation system is shown in Fig. 9. The ac load voltage
is solely controlled by the HP generator controller. The dc-bus
voltage is regulated by a master-slave control strategy, which
involves both the HP and LP generator controllers. The dc power
output command P ∗

dc1 from HP generator controller (master
controller) is designed as a control input commanded by the
engine control unit in order to prevent instability issue of the
engine caused by high off-take of power extraction on HP spool.
An additional control freedom is provided to the engine control
unit to balance the power extraction from the HP and LP spools.
The operating range of P ∗

dc1 can be calculated and fed back to
the engine control unit using (8), (9), and (11). The LP generator
controller (slave controller) is commanded to fulfill the rest of
the dc power demand from the main dc bus.

Two voltage sensors are used at the ac load terminals of the
generator to monitor the ac load voltages. An additional voltage
sensor is installed to measure the dc-bus voltage. Four current
sensors are used to provide the generator current feedbacks. Nei-
ther the rotational speed of rotor nor the rotor position feedback
is essential to control the proposed generation system. The con-
trol scheme of both the HP and LP spool generation subsystems
are discussed in detail in the following sections.

A. Control Scheme for HP Spool Generation Subsystem

The proposed control scheme for HP shaft generation subsys-
tem is shown in Fig. 10. In the HP spool generation subsystem,
ac and dc power are generated from the two sides of the HP
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Fig. 10. Proposed closed-loop control scheme for HP spool generation sub-
system.

generator winding, respectively. In order to decouple the ac and
dc power supply of the HP spool generation subsystem, the two
subsystem control inputs, ac load voltage reference V ∗

ac and dc
output power reference P ∗

dc1 , are converted into d- and q-axis
current commands of the HP generator. This conversion can be
implemented in four steps as follows.

1) Given the reference ac line-to-line RMS load voltage V ∗
ac ,

a PI controller is used to provide the required ac load
current command I∗ for regulating the voltage across the
three phase balanced resistor (ac loads).

2) The ac load resistance RacL is estimated as the ac load
voltage vac divided by the stator current magnitude I .

3) Given dc power output command P ∗
dc1 , ac load current

command I∗, ac load resistance RacL , and generator elec-
trical frequency ωe1 , the torque reference of the HP spool
generator T ∗

e1 is calculated using (9).
4) Given the torque reference of the HP spool generator T ∗

e1
and the ac load current command I∗, the d- and q-axis
current commands I∗ds1 and I∗qs1 are obtained from (12)
and (13).

The current control loop of the proposed control scheme is
based on the field oriented control theory. A direct flux ob-
server from [23] is used to provide the rotor flux speed ωe1
and angle θrf 1 information. This flux observer inverter requires
terminal voltage and generator stator current feedbacks. Since
the inverter terminal voltages can be reconstructed using dc-bus
voltage feedback and inverter gating signals, only stator current
sensor and dc-bus voltage sensor are needed for field orienta-
tion. Using rotor flux orientation, two PI controllers are applied
in the current control loop to regulate the d-axis current ids1
and q-axis current iqs1 of the HP generator. Space vector pulse
width modulation (SVPWM) is used to generate gating signals
for the active rectifier unit.

B. Control Scheme for LP Spool Generation Subsystem

The closed-loop control scheme for LP shaft generation sub-
system is shown in Fig. 11. In the dc-bus voltage control loop,
a PI controller is used to generate LP generator q-axis (torque)
current command I∗qs2 . Since LP shaft generator has a wide
speed operating range, flux weakening operation is required in
the LP spool generation subsystem. The d-axis (flux) current
of the LP generator is commanded to be inversely proportional
to the generator shaft speed to obtain a wide speed operation
range. The direct flux observer from [23] is used in the LP spool

Fig. 11. Closed-loop control scheme for the LP spool generation subsystem.

Fig. 12. DC power output error from HP generator stator resistance and rotor
leakage inductance estimation inaccuracy.

generation subsystem to provide the rotor flux speed ωe2 and
angle θrf 2 information.

Similar to the current control loop in HP spool generation
subsystem, two PI controllers are applied to regulate d-axis
current ids2 and q-axis current iqs2 of the LP generator. SVPWM
is used to generate gating signals for the active rectifier unit.

C. Robustness Assessment of the Proposed Control Scheme

The overall control scheme robustness toward generator pa-
rameter variations greatly depends on the flux orientation in
both HP and LP generator controller. The robustness study and
parameter sensitivity evaluation of the full-order flux observer
[23] used in the proposed control scheme is well documented in
[24] and [25].

In the proposed HP spool generation subsystem, the d- and
q-axis current reference calculation requires the estimated val-
ues of the stator resistance Rs1 , rotor leakage inductance Llr1 ,
and magnetizing inductance Lm1 of the HP generator. As a re-
sult, the accuracy of the d- and q-axis current reference calcula-
tion results can be affected by the discrepancy between the actual
and estimated values of the above HP generator parameters.

As is mentioned previously, (12) and (13) are the simultane-
ous solution of (3) and (8). According to (8), the ac load current
reference has no influence with respect to d- and q-axis current
reference calculation errors caused by incorrect HP generator
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Fig. 13. Hardware-in-the-loop emulation implementation for the proposed ac/dc hybrid generation system.

parameter estimation. Therefore, the robustness of ac load volt-
age control loop toward the generator parameter variation is
superior. However, the inaccurate d- and q-axis current refer-
ences can result in dc power output error in HP spool generation
subsystem.

Among the three generator parameters which have impact
to the dc power output regulation precision of the HP spool
generation subsystem, the stator resistance Rs1 and rotor leak-
age inductance Llr1 are relatively small, and contribute minor
effect to the regulation robustness degradation. A parameter
sensitivity test for dc power output in terms of HP generator sta-
tor resistance and rotor leakage inductance is performed using
MATLAB. The results of the test are shown in Fig. 12. In this
test, the dc power output is commanded to be kept as 1.0 (p.u.),
while the ac load power demand varies from 0.5 to 1.0 (p.u.).
For ±50% estimation inaccuracy in stator resistance and rotor
leakage inductance, the resultant dc power output error is less
than 5% throughout the ac load power variation.

The dc power output regulation precision of the HP spool gen-
eration subsystem depends greatly on the estimation accuracy
of the magnetizing inductance Lm1 of HP generator. Since the
dc-bus voltage regulated in a master-slave strategy, as the master
control output, the dc power output error from the HP spool gen-
eration subsystem can be compensated by the slave dc voltage
controller in LP spool generation subsystem in normal opera-
tion. If the HP generator is operated in deep saturation region,
saturated magnetizing inductance estimation methods [26]–[28]
can be used to improve the dc power output regulation precision
of the HP spool generation subsystem.

V. REAL-TIME EMULATION

In order to demonstrate the feasibility of operation of the
proposed IG-based ac/dc hybrid generation system, a real-time
emulation platform is built using OPAL-RT hardware-in-the-
loop (HIL) testing system. The emulated generation system is
controlled by a Texas Instrument TMS320F28335 digital signal
processor (DSP).

A. Real-Time Emulation Setup

As is shown in Fig. 13, the proposed ac/dc hybrid generation
architecture is emulated using the OPAL-RT HIL testing sys-
tem. The proposed architecture includes the HP generator, the

Fig. 14. DC-bus voltage regulation characteristics of the proposed ac/dc
hybrid generation system.

inverter/rectifier unit, and 115-V balanced resistive ac load; as
well as the LP generator, the active rectifier unit, and 540-V dc
loads on the main dc bus. The OPAL-RT HIL testing platform is
consisted of a Virtex 7 FPGA processor and I/O expansion unit
(OP5607), a real-time target computer running Redhat operating
system (OS), and a PC running the real-time simulation soft-
ware (RT-LAB). Prior to the real-time emulation, the proposed
system model is built and encrypted into FPGA codes in the
PC running RT-LAB. The encrypted codes can then be loaded
through the target computer running Redhat OS and executed
in real time using the OP5607.

The proposed control scheme is implemented in the DSP. The
carrier frequencies of the HP and LP generator controllers are set
to be 20 and 10 kHz, respectively. The FPGA unit can read the 10
and 20 kHz gating signal through the time-stamped digital input
channels of OP5607 and execute the real-time emulation with
time steps on nanosecond level. However, the feedback analog
signals sent from the OP5607 can only update in every 40 us due
to the limited computation power of the target computer. The
analog outputs are read by the DSP analog-to-digital converter in
every switching period. These feedbacks can also be monitored
using an oscilloscope through the same analog output channels.

B. Real-Time Emulation Case Study and Results

A real-time emulation case study is conducted under the
HIL platform shown in Fig. 13. In the case study, a 85-kW
11 060-r/min IG and a 60-kW 3150-r/min IG are used on the
HP and LP spool, respectively. In the beginning of the emula-
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Fig. 15. AC load voltage regulation characteristics of the proposed ac/dc
hybrid generation system.

Fig. 16. Phase A and B current characteristics of the HP generator in the
proposed ac/dc hybrid generation system.

tion, the generators are controlled to supply 60-kW three-phase
115-V ac balanced resistive load and 60-kW 540-V dc load at
their rated speed. Step changes are applied to the ac load from
60 to 65 kW at 11.0 s, and to the dc load from 60 to 50 kW at
11.15 s. From 10.9 to 11.2 s, the HP and LP generator speed
ramp to 110% and 120% of their rated speed, respectively. The
dc power output command of the HP spool generation subsys-
tem changes from 20 to 10 kW at 11.3 s.

Currently, airborne electrical power system does not have an
official voltage regulation standard for 540-V dc bus. The closest
available standard (MIL-STD-704F [29]) is for 270-V dc bus
and limits the voltage variation so as not to exceed +10/ − 20 V
in steady state. Assuming the voltage variation limitation in
MIL-STD-704F is doubled for the 540-V dc bus, the voltage
variation allowed for the dc voltage regulation for the proposed
system would be +20/ − 40 V. The transient voltage limitation
of the proposed system is assumed to be doubled for the same
reason.

Fig. 17. Phase A and B current characteristics of the LP generator in the
proposed ac/dc hybrid generation system.

Fig. 18. Electromagnetic torque characteristics of (a) HP and (b) LP genera-
tors in the proposed ac/dc hybrid generation system.

The dc-bus voltage waveform is shown in Fig. 14, the assumed
voltage limit of the 540-V dc bus is illustrated as red lines.

The ac load voltage waveform of the proposed system is
shown in Fig. 15, the steady-state and transient voltage limit for
a variable frequency 115-V ac distribution in MIL-STD-704F
[29] is shown as red lines. The third phase ac voltage is absent
because only two voltage sensors are installed to monitor the ac
load voltage.

The current waveforms of the HP and LP generators in the
proposed system are shown in Figs. 16 and 17. The third phase
current is absent because only two current sensors are installed
for each generator.

The electromagnetic torque characteristics of the HP and LP
generators are illustrated in Fig. 18. When the dc load decreased
from 60 to 50 kW at 11.15 s, the HP generator operates as the
master and does not react as the dc load changes, while the LP
generator decreases its torque to accommodate this load vari-
ation. At 11.3 s, the dc power output command changed from
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20 to 10 kW. Since the dc power output of the HP spool genera-
tion subsystem greatly depends on the flux variation of HP gen-
erator, the torque response of HP generator is much slower com-
pared to its immediate reaction to the ac load change at 11.0 s.
Clearly, the slow torque response of HP generator is compen-
sated by the fast responded LP generator. Both HP and LP gen-
erator respond to the speed variation from 10.9 to 11.2 s. The dc
and ac voltage are not affected by the speed variation. The torque
characteristics are monitored only for demonstration purposes,
no torque transducer is needed for the proposed control scheme.

VI. CONCLUSION

In this paper, an IG-based ac/dc hybrid generation system
for MEA is presented. The application of IG addresses the
problem of excessive fault current due to the PM excitation
in PM generator-based generation system. The proposed ac/dc
hybrid generation architecture supplies CVVF power directly
from generator terminals without external exciter. As a result,
the hardware requirement is reduced compared to both ac and
dc primary generation systems. Both ac and dc output voltages
of the system can be well regulated with generator speed, ac
and dc side load, and dc power output command variation. The
feasibility of operation of the proposed system is demonstrated
by HIL real-time emulation.

APPENDIX

Machine parameters of the HP generator:

Nominal power (kW) 85
Nominal speed (R/MIN) 11 060
Number of pole pairs 2
Stator resistance (Ω) 0.01373
Rotor resistance (Ω) 0.00931
Stator leakage inductance (mH) 0.049942
Rotor leakage inductance (mH) 0.060791
Magnetizing inductance (mH) 2.9

Primary system parameters of the HP spool generation subsystem:

Switching frequency (kHz) 20
Current loop controller bandwidth (kHz) 2

Machine parameters of the LP generator:

Nominal power (kW) 60
Nominal speed (R/MIN) 3150
Number of pole pairs 2
Stator resistance (Ω) 0.0417
Rotor resistance (Ω) 0.0307
Stator leakage inductance (mH) 0.11095
Rotor leakage inductance (mH) 0.084276
Magnetizing inductance (mH) 3

Primary system parameters of the LP spool generation subsystem:

Switching frequency (kHz) 10
Current loop controller bandwidth (kHz) 1

REFERENCES

[1] H. Abu-Rub, M. Malinowski, and K. Al-Haddad, Power Electronics for
Renewable Energy Systems, Transportation and Industrial Applications,
Hoboken, NJ, USA: Wiley, 2014.

[2] L. Faleiro, “Summary of the European power optimized aircraft (POA)
project,” in Proc. 25th Int. Congr. Aeronautical Sci., 2006, pp. 1–4.

[3] B. Bhangu and K. Rajashekara, “Electric starter generators: Their inte-
gration into gas turbine engines,” IEEE Ind. Appl. Mag., vol. 20, no. 2,
pp. 14–22, Mar./Apr. 2014.

[4] K. Muehlbauer and D. Gerling, “Two-generator-concepts for electric
power generation in more electric aircraft engine,” in Proc. 19 Int. Conf.
Elect. Mach., 2010, pp. 1–5.

[5] W. U. N. Fernando, M. Barnes, and O. Marjanovic, “Direct drive per-
manent magnet generator fed AC-DC active rectification and control for
more-electric aircraft engines,” IET Elect. Power Appl., vol. 5, no. 1,
pp. 14–27, Jan. 2011.

[6] C. R. Avery, S. G. Burrow, and P. H. Mellor, “Electrical generation and
distribution for the more electric aircraft,” in Proc. 2007 42nd Int. Univ.
Power Eng. Conf., Sep. 4–6, 2007, pp. 1007–1012.

[7] M. J. Provost, “The more electric aero-engine: A general overview from
an engine manufacturer,” in Proc. 2002. Int. Conf. Power Electron., Mach
Drives (Conf. Publ. No. 487), 2002, pp. 246–251.

[8] G. A. Whyatt and L. A. Chick, “Electrical generation for more-electric
aircraft using solid oxide fuel cells,” U.S. Department of Energy, Wash-
ington, DC, USA, Contract DE-AC05-76RL01830, 2012.

[9] M. J. Cullen, “Permanent magnet generator options for the more electric
aircraft,” in Proc. Int. Conf. Power Electron., Mach Drives (Conf. Publ.
No. 487), 2002, pp. 241–245

[10] W. Jiabin, K. Atallah, and D. Howe, “Optimal torque control of fault-
tolerant permanent magnet brushless machines,” IEEE Trans. Magn.,
vol. 39, no. 5, pp. 2962–2964, Sep. 2003.

[11] G. Jack, B. C. Mecrow, and J. A. Haylock, “A comparative study of per-
manent magnet and switched reluctance motors for high-performance
fault-tolerant applications,” IEEE Trans. Ind. Appl., vol. 32, no. 4,
pp. 889–895, Jul./Aug. 1996.

[12] C. Mecrow, A. G. Jack, J. A. Haylock, and J. Coles, “Fault-tolerant perma-
nent magnet machine drives,” Inst. Electr. Eng. Proc-Elect. Power Appl.,
vol. 143, pp. 437–442, 1996.

[13] C. Mecrow et al., “Design and testing of a four phase fault-tolerant
permanent-magnet machine for an engine fuel pump,” IEEE Trans. Energy
Convers., vol. 19, no. 4, pp. 671–678, Dec. 2004.

[14] F. Khatounian, E. Monmasson, F. Berthereau, E. Delaleau, and J. P. Louis,
“Control of a doubly fed induction generator for aircraft application,” in
Proc. 29th Annu. Conf. IEEE Ind. Electron. Soc., Nov. 2–6, 2003, vol. 3,
pp. 2711–2716

[15] I. Alan and T. A. Lipo, “Starter/generator employing resonant-converter-
fed induction machine. I. Analysis,” IEEE Trans. Aerosp. Electron. Syst.,
vol. 36, no. 4, pp. 1309–1328, Oct. 2000.

[16] Y. Jia, U. R. Prasanna, and K. Rajashekara, “An open-end winding induc-
tion generation system for frequency insensitive AC loads in more electric
aircraft,” in Proc. 40th Annu. Conf. IEEE Ind. Electron. Soc., Oct. 29–Nov.
1, 2014, pp. 410–416.

[17] D. W. Novotny and T. A. Lipo, Vector Control and Dynamics of AC Drives,
Oxford, U.K.: Oxford Univ. Press, 1996.

[18] Y. Jia and K. Rajashekara, “An induction generator based AC/DC hy-
brid electric power generation system for more electric aircraft,” in Proc.
2015 IEEE Ind. Appl. Soc. Annu. Meeting, Addison, TX, USA, 2015,
pp. 1–7.

[19] R. C. Bansal, “Three-phase self-excited induction generators: an
overview,” IEEE Trans. Energy Convers., vol. 20, no. 2, pp. 292–299,
Jun. 2005.

[20] H. Stemmler and P. Guggenbach, “Configurations of high-power voltage
source inverter drives,” in Proc. 1993 5th Eur. Conf. Power Electron. Appl.,
Brighton, U.K., 1993, vol. 5, pp. 7–14.

[21] T. Kawabata, E. C. Ejiogu, Y. Kawabata, and K. Nishiyama, “New open-
winding configurations for high-power inverters,” in Proc. IEEE Int. Symp.
Ind. Electron., Guimaraes, Portugal, 1997, vol. 2, pp. 457–462.

[22] G. Gallegos-Lopez, F. S. Gunawan, and J. E. Walters, “Current control of
induction machines in the field-weakened region,” IEEE Trans. Ind. Appl.,
vol. 43, no. 4, pp. 981–989, Jul./Aug. 2007.

[23] C. Lascu, I. Boldea, and F. Blaabjerg, “A modified direct torque control
for induction motor sensorless drive,” IEEE Trans. Ind. Appl., vol. 36,
no. 1, pp. 122–130, Jan./Feb. 2000.

[24] P. L. Jansen, R. D. Lorenz, and D. W. Novotny, “Observer-based di-
rect field orientation: analysis and comparison of alternative methods,” in
Proc. Conf. Rec. 1993 IEEE Ind. Appl. Soc. Annu. Meeting, Toronto, ON,
Canada, 1993, vol. 1, pp. 536–543.

[25] P. L. Jansen and R. D. Lorenz, “A physically insightful approach to the
design and accuracy assessment of flux observers for field oriented induc-
tion machine drives,” IEEE Trans. Ind. Appl., vol. 30, no. 1, pp. 101–110,
Jan./Feb. 1994.



2494 IEEE TRANSACTIONS ON INDUSTRY APPLICATIONS, VOL. 53, NO. 3, MAY/JUNE 2017

[26] M. S. Huang and C. M. Liaw, “Improved field-weakening control for IFO
induction motor,” in IEEE Trans. Aerosp. Electron. Syst., vol. 39, no. 2,
pp. 647–659, Apr. 2003.

[27] P. J. Coussens, A. P. Van den Bossche, and J. A. Melkebeek, “Magnetizing
current control strategies for nonlinear indirect field oriented control,” in
Proc. Conf. Rec. 1995 IEEE Ind. Appl. Conf., Orlando, FL, USA, 1995,
vol. 1, pp. 538–545

[28] M. Tarbouchi and H. Le Huy, “Control by exact linearization of an induc-
tion motor in field weakening regime,” in Proc. 24th Annu. Conf. IEEE
Ind. Electron. Soc., Aachen, Germany, 1998, vol. 3, pp. 1597–1602

[29] Department of Defense (United States of America) Interface Standard,
Aircraft Electric Power Characteristics, MIL-STD-704F, Mar. 2004.

[30] G. M. Raimondi et al., “Aircraft embedded generation systems,” in Proc.
2002. Int. Conf. Power Electron., Mach. Drives (Conf. Publ. No. 487),
Jun. 4–7, 2002, pp. 217–222.

[31] E. Muljadi and T. A. Lipo, “Series compensated PWM inverter with battery
supply applied to an isolated induction generator,” IEEE Trans. Ind. Appl.,
vol. 30, no. 4, pp. 1073–1082, Jul./Aug. 1994.

[32] X. Shi and M. Krishnamurthy, “Concept and implementation of a simpli-
fied speed control strategy for survivable induction motor drives,” in Proc.
IEEE Int. Symp. Ind. Electron., Jun. 27–30, 2011, pp. 556–561.

[33] D. Pan, Y. Wang, and T. A. Lipo, “A series regulated open-winding PM
generator based constant voltage, variable frequency AC distribution sys-
tem,” in Proc. 2013 IEEE ECCE Asia Downunder, Jun. 2013, pp. 214–220.

Yijiang Jia (S’13) received the B.S degree in au-
tomation from the Beijing University of Technology,
Beijing, China, in 2008; the M.S. degree in electrical
engineering from the Illinois Institute of Technology,
Chicago, IL, USA, in 2012; and the Ph.D. degree in
electrical engineering from the University of Texas at
Dallas, Richardson, TX, USA, in 2016.

He was an Electronics Mechanical Design Engi-
neer with GE Transportation, Erie, PA, USA from
2012 to 2013. His research interests include electri-
cal power generation system for more electric aircraft

and electrical motor drives using wideband gap devices.

Kaushik Rajashekara (F’99) received the Ph.D.
degree in electrical engineering from the Indian In-
stitute of Science, Bengaluru, India, 1984.

In 1989, he joined the Division of General Mo-
tors Corporation, Delphi, Indianapolis, IN, USA, as a
Staff Project Engineer. In Delphi and General Motors,
he held various lead technical and managerial posi-
tions, and was a Technical Fellow and the Chief Sci-
entist for developing electric machines, controllers,
and power electronics systems for electric, hybrid,
and fuel cell vehicle systems. In 2006, he joined

Rolls-Royce Corporation, Indianapolis, IN, USA as a Chief Technologist for
more electric architectures and power conversion/control technologies for aero,
marine, defense, and energy applications. In August 2012, he joined as a Distin-
guished Professor of engineering the University of Texas at Dallas, Dallas, TX,
USA. Since September 2016, he has been a Distinguished Professor with the
University of Houston, Houston, TX. He has published more than 150 papers
in international journals and conferences, and has more than 45 patents. He
has co-authored one IEEE Press book on sensorless control of ac motor drives.
His research interests include the area of power electronics, drives, and energy
management of microgrid systems.

Dr. Rajashekara was elected as a member of the National Academy of En-
gineering in 2012 for contributions to electric power conversion systems in
transportation. He was also elected as a fellow of the National Academy of
Inventors and of the Indian National Academy of Engineering. He received the
IEEE Richard Harold Kaufmann Award, the IEEE Industry Applications Soci-
ety (IAS) Outstanding Achievement Award, and the IEEE IAS Gerald Kliman
Award for contributions to the advancement of power conversion technologies
through innovations and their applications to industry. He is a fellow of Society
of Automotive Engineers (SAE) International.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Suggested"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


