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the motivation of using wireless sensors in the context of
CPSs and of the loT. Section IV gives a description of
the developed CPS, with its two main components, the
Wi-Fi sensors and the data-center. The general structure
of the system and the main characteristics of the two
types of devices are presented here. Section V presents the
experimental results of the proposed system, highlighting the
performances characteristics in terms of reliability influenced
by package losses. Finally, Section VI gives the concluding
remarks and the directions for future work.

Il. RELATED WORK AND CONTRIBUTION

The literature contains a large number of efforts for
developing monitoring solutions that benefit from the advan-
tages provided by wireless sensing technology. Reference [13]
presents an automated irrigation system based on a distributed
wireless network of soil moisture and temperature sensors
that achieves water savings of 90% compared with traditional
implementations. Sentinella is a smart monitoring solution
for the assessment of possible causes of power inefficiency
at the photovoltaic panel level based on WSNs [14]. The
employment of WSNs in smart grid applications and electrical
energy monitoring solutions for large buildings was also inves-
tigated [15], [16]. A series of industrial WSNs achieving the
acquisition of heterogeneous sensor signals, higher sampling
rates, and higher reliability levels has been developed as
well [17], [18]. However, most of the proposed solutions are
based on the |EEE 802.15.4 standard and ZigBee applications,
and they rely on gateways when the data has to be sent to the
Internet [13], [16]-{18]. Furthermore, in this case, additional
applications have to be developed for encapsulating the data
in Internet protocols, such as user datagram protocol (UDP)
or transmission control protocol (TCP). Another promising
technology providing high power efficiency is Bluetooth Low
Energy (BLE), which was first introduced in 2010 with the
goal of expanding the use of Bluetooth to power-constrained
devices such as wireless sensors [19]. However, a lot of
research work still has to be performed in this direction,
for finaly being able to receive relevant information from
remote BL E-enabled devices requiring small amounts of data
communication and energy. Furthermore, gateways are aso
required for sending the data to the Internet. Therefore, the use
of Wi-Fi sensors, as the ones in the system presented in this
paper, which connect directly to the existing |IEEE 802.11 b/g
infrastructure seems to be a better, more straightforward,
and less expensive solution. This is beneficial especially for
applications deployed in indoor spaces or urban areas, where
there is a high probability that access points are present.

The main contribution of this paper, a continuation
of [20] and [21], consists in the development of a reli-
able, stand-alone, low-cost, and low-power scalable system,
with reduced total cost of ownership (TCO), alowing the
remote visualization of environmental and ambient data in
places where |[EEE 802.11 b/g network coverage exists.
Reference [20] presents a complete solution for temperature
and relative humidity monitoring using low-power wireless
devices, alowing a battery lifetime of 2 years when
a 20-min measurement cycle is used. Here, a data viewer
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and data processing application, running on a personal com-
puter, is included. This provides functionalities for alarming
the user by e-mail or SMS. Reference [21] describes the
development of compact battery-powered systems allowing
the monitoring of carbon dioxide levels, temperatures, relative
humidity, absolute pressure, and light intensity, which send
the data using the existent wireless infrastructure based on the
IEEE 802.11 standards. A LabVIEW application that gathers
the data from the sensors and places them on a public cloud
for the 10T was aso developed, demonstrating the possibility
of recording and visualizing data from every place where an
Internet connection is available.

The work presented here leads to a ubiquitous network
architecture, where the sensors are part of the Internet [22].
The developed monitoring solution, a CPS that incorporates
al the developed Wi-Fi sensors and a cloud platform, allows
the acquisition of data from every place where a wireless
|EEE 802.11 network exists and the visualization of recorded
data from every terminal connected to the Internet, without
any additional hardware and software application other that an
Internet browser. The novelty of the hardware and software
implementation in the case of the proposed system consists
in the development of a reliable stand-alone solution with a
reduced power consumption of all its components, namely, the
wireless sensors and the cloud platform. The choices regarding
the used components and their hardware and software design
lead to a low-cost system with reduced TCO. The previous
work showed that the developed sensors can operate for
approximately 3 years on a single 3 V battery [21]. Although
the development of IEEE 802.11-based sensors may not be
new, the power efficiency of the developed sensors represents
a significant contribution, achieving a battery lifetime similar
to the one provided by more power-efficient solutions, based
on |EEE 802.15.4/ZigBee communication. The proposed mon-
itoring system takes advantage of the existing IEEE 802.11
infrastructure, which currently has a coverage exceeded only
by the one provided by cellular networks.

I1l. WIRELESS SENSORS IN CYBER-PHYSICAL SYSTEMS

The advances in embedded systems and information
communication technologies had led to the development
of sensors, which are continuously getting more powerful,
smaller, and cheaper. These offer a range of advances over
traditional wired sensor applications, the most important con-
sisting in the cost reduction and simplification of deployment
through the elimination of wires. All the aforementioned facts
encourage the adoption of wireless sensor networks at a scale
never encountered before and it is expected that in the future,
this trend will not only continue but also become even more
accentuated. Furthermore, the development of CPSs brought
new demands and opportunities for the use of WSNs, the
combination of advanced sensing, measurement and process
control having applicability across a wide range of domains,
such astransportation, energy, civil infrastructure, environmen-
tal monitoring, defense, smart buildings, manufacturing and
production, and others.

There is no single well-established definition for the term
CPSs in the literature, but amost al of the descriptions
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given start from the fact that these systems represent the
intersection between computations and physical processes, and
not their union [23]. A complex definition of CPSs was given
by S. Shankar Sastry who states that a CPS integrates comput-
ing, communication, and storage capabilities with monitoring
and/or control of entities in the physical world, and must
do so dependably, safety, securely, efficiently, and in rea
time. In addition, CPSs can be defined as follows. CPSs
refer to Information and Communications Technology (ICT)
systems (sensing, actuating, computing, communication, and
others) embedded in physical objects, interconnected including
through Internet, and providing citizens and businesses with
a wide range of innovative applications and services [24].
All of the definitions in the literature emphasize a strong
relationship between computational (cybernetic) and physical
resources in order to exceed the nowadays ICT systems
in terms of autonomy, efficiency, functionality, adaptability,
dependability, and usability. According to these statements, the
system presented in this paper represents a CPS that employs
wireless sensors for gathering and presenting data about the
environment.

The connection between the components in large-scale
systems leads to the 0T, a concept similar to CPSs, which
represents a new step in the evolution of the Internet [25].
The |oT is defined as a vision that allows people and things
to be connected anytime, anyplace, with anything and anyone,
ideally using any path/network and any service [26]. This
represents a major domain that relies on sensor networks, their
presence being essential here, where they can collect surround-
ing context and environment information. In this case, the data
generated by sensors are sent to sink nodes and, finally, reaches
the cloud, where they will be stored, shared, and processed
accordingly to its relevance. Besides the advantages brought
by this novel use of wireless sensors connected directly to the
Internet, a set of challenges that have to be addressed, such as
security and privacy, the management of huge amounts of data,
quality of service, network configuration, and others, emerge.

IV. SYSTEM ARCHITECTURE
A. General Overview

A graphical representation of the entire CPS used for
monitoring the environment in indoor or outdoor spaces,
where |EEE 802.11 b/g network coverage exists, is presented
in Fig. 1.

The two main system components consist of the following.

1) Wi-F  Sensors. Low-power wireless sensors based

on the progranmable system-on-chip 3 (PSoC 3)
device [27] and on the RN-131C/G wireless local area
network (WLAN) module [28].

2) loT Platform: A BeagleBone Black embedded

computer [29] running the server application.

The detailed description of the hardware and software of
the two system components will be given in the remainder of
the section.

B. W-Fi Sensors

1) Node Architecture: The Wi-Fi sensors are represented
by low-power multifunctional devices, having the three basic
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Fig. 1. CPS for environmental monitoring.

Fig. 2. Wi-Fi sensor hardware architecture—the first model [20].

Fig. 3. Wi-Fi sensor hardware architecture—the second model [21].

capabilities encountered in wireless sensor nodes, which
consist in sensing, data processing, and communication.
Several models of the Wi-Fi sensors were developed, employ-
ing the RN-131C/G WLAN module, using two main archi-
tectures: one in which the Wi-Fi module is used at its full
potential (Fig. 2), being the central part of the node, and the
other onein which an external processor is used for controlling
the RN-131C/G component through serial commands sent
over Universal Asynchronous Receiver/Transmitter (UART)
(Fig. 3) [20], [21].

The embedded application stack of the devices using the
architecture in Fig. 2 is implemented on the Wi-Fi chip and
uses the Embedded Configurable Operating System (eCos)
operating system and the services provided by the software
development kit for specifying the measurement and commu-
nication actions [20]. The sensors that can be attached to the
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node measure the temperature (analog—PT 1000 and digital—
DS18B20 [30]) or temperature and relative humidity (DHT22
[31]). While the PT1000 sensor is read through an analog
input, the protocols implemented by the WLAN module for
communicating with the digital sensors are 1-Wire for the
DS18B20 sensor and a proprietary protocol for the DHT22
sensor. The measurement application running on the node
starts at predefined time intervals, performs the measurements,
sends the recordings, and goes back to sleep for minimizing
the power consumption. Depending on the sensor attached to
the device, different ranges for the temperatures are available.
The use of the WLAN module as the central processing
component of the node reduced the communication latency
and costs for the node, but the need of adding other sensors
communicating on different protocols lead to the development
of a second architecture, which is presented in Fig. 3.

This  second  architecture is based on a
CY8C3246PVI1-147 [32] programmable system on-chip
microcontroller produced by Cypress Semiconductor, the
part that initiates al the actions performed by the wireless
node. The devices in this category can measure CO;
(carbon dioxide) levels, temperatures, and the relative
humidity in the air, the absolute pressure, and the light
intensity using the following digital sensors: a Cozir ambient
sensor [33], a DHT22, an MPL115A2 barometer [34] and
a TSL2561 [35], respectively. These sensors can appear in
any combination attached to a Wi-Fi device, with or without
an LCD for the local visualization of the measured values.
The communication with each one of the components is
performed through using different protocols: serial data
transmission for the carbon dioxide sensor and for the
Wi-Fi module, a proprietary protocol for the DHT22 sensor,
and 12C with the barometric pressure and light sensors.
Being a wireless sensing node, with constraints regarding
its power supply, the device stays most of the time in sleep
mode and wakes up only when measurements and result
transmissions have to be performed. This is one of the most
efficient strategies for minimizing energy consumption in
these kinds of systems [18]. Furthermore, because the power
consumption of al the attached transducers in seep mode
does not allow long battery lifetimes, a separate power supply
was developed and included in this second design. It uses a
chip that provides high efficiency while using small amounts
of power, consuming less than 1 pA in shutdown mode.
These, coupled with the use of a high-capacity (1500 mAh)
battery, only dlightly influenced by temperature variations and
loads, lead to periods of continuous operation of up to three
years without its replacement.

2) Models: Finally, more than ten types of sensors are
present in the proposed CPS. Table | presents 12 different
device configurationsfor a sensor node, noting that when more
than one sensor is present, they operate in the same time.

3) Configuration and Operation: All the developed sensors,
built using either one of the two architectures, have the
same lithium CR123A 3 V battery as the power supply and
transmit data through the same protocol, the only difference
consisting in the configuration mode, which uses different
menus. However, the procedure is similar and it is performed
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TABLE |
Wi-Fi SENSORSIN THE CPS

Model Attached Sensors LCD
T RH | CO, | P | Light
T+RH+CO, x* x* X - - -
T+RH+CO,+LCD x* x* X - - X
T+RH+LCD x* x* - - - X
T+RH+CO,+P x* x* X X - -
T+RH+CO,+P+LCD x* x* X X - X
P - - - X - -
P+LCD - - - X - X
T+RH+LUX x* x* - - X -
T+RH+LUX+LCD x* xX* - X X
T+LCD X - - X
DS18B20
T X - -
PT1000
4xT+RH x* x* -

T = Temperature, RH = Relative humidity, CO, = CO, concentration, P =
Absolute pressure, Light = Light intensity.
* DHT22 temperature and relative humidity digital sensor.

through the serial interface using an RS232 cable and a
telnet client. The menus allow the specification and the display
of the parameters required for the proper operation of the
wireless sensors, namely, the period between measurements,
which can be set to have a value between several seconds and
60 min; the information for connecting to WLANS, namely,
the channel used, the Service Set Identifier, and passwords; the
data server information, which includes the server port and the
IP; the node IP; the gateway and the subnet mask, which are
important in the case in which data is sent outside the local
area network (LAN) to which the sensor is connected; and
the CO2 sensor’s configuration, if thisis present in the design.
The presence of the carbon dioxide sensor significantly affects
the design of the device's hardware and software components,
requiring the use of a separate power supply, a dc/dc converter,
in the case of the model based on the PSoC 3 device. The
carbon dioxide nondispersive infrared sensor requires special
routines for calibration also and additional recordings in the
menu are added for setting the parameters of different types
of supported calibration routines. autocalibration, calibration
using a gas containing no CO», calibration using a known gas
concentration, and calibration using fresh air. The calibration
routine for nondispersive infrared carbon dioxide sensors has
to compensate for the sensor drift that appears after long
operation times. It implies the addition of an offset value to all
readings. Thisis computed as the difference between the read-
ings when a sensor is exposed to a known gas concentration
and the original calibration value and is performed through
sensor specific commands issued by the core microcontroller.
These types of sensors also require a warm-up period, which
significantly affects the power consumption of the device.
This is proportional to the digital filter that can be set to a
value between 2 and 32 instant measurements for attenuating
the noise in the carbon dioxide level readings. Besides the
CO, sensor and the PT1000 probe, no other sensor requires
calibration actions, this being performed at the factory.

The entire system is a duty-cycled one, so the components
are powered only for short periods of time, depending on the
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Fig. 12. Package loss for two sensor nodes.

of sent packages increases, the losses also increase, because
of the inability of the server application to process messages
and to prevent the filling of the the UDP buffer. Of course,
having multiple messages sent in the same time, collisions can
also occur.

These experiments show that the developed server can
process a number of approximately 40 packages received in
a time frame of 1 ms. If this number is not exceeded, the
packages that never reach the server platform and that are
dropped are caused by collisions within the network.

Another set of experiments used actual nodes for evaluating
the operation of the system in a scenario as close as possible to
areal one. Fig. 12 shows the package loss ratio of two sensor
nodes connected to the same access point. The architecture
of one of the sensors is the one described first in this paper,
while the second sensor’s architecture is the one based on the
PSoC device. The IoT platform is also in the same network.
For the first set of data, the devices were set to measure the
environmental parameters using a period of 30 s for the first
model, the one based on the RN-131 WLAN module and a
period of 60 s for the device having the PSoC microcontroller
as core. During this test, the devices sent approximately 6000
and 3000 measurements, respectively. The second set of data
was obtained by setting the measurement rate to 10 min, each
device sending approximately 400 messages. The percentage
of single packages and bursts of packages that were lost are
presented here. However, this loss of reliability in the case of
slow dynamic processes such as temperature can be tolerated
in the vast majority of environmental and ambient monitoring
applications. The package losses in this experiment are not
caused by the concurrent arrival of large numbers of sensor
messages but by the communication within the network. The
results in the first column of the figure can also be caused by
the software running on the RN-131 module. Being an event
driven application running on an eCos operating system, it is
possible that the acquisition of data from the sensors or their
transmission is prevented from happening in some cases at the
node level. This leads to the need of further testing the nodes
based on the stand-alone WLAN module. These tests show that
if the message structure is modified so that six consecutive
measurements are sent at a time, there are no losses at the
server part. It is true that this requires more processing and
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Fig. 13. Temperature and relative humidity chart, for a 1-day interval.

storing resources at the node location and an increase in the
complexity of the server application.

Fig. 13 presents the data sent by a 4xT + RH wireless sensor
during one day, highlighting the package losses.

VI. CONCLUSION

The development of a CPS, which monitors environmental
parameters based on the existent IEEE 802.11 infrastructure,
was presented. It employs sensors measuring the ambient or
the environment, which send messages to an 10T platform
using UDP. The communication protocol and the design of
the nodes help in achieving low power consumption, offering
battery lifetimes of several years. The system eliminates bulky
solutions, provides the possibility of logging data where Wi-Fi
network coverage exists, and can be used in a wide range of
monitoring applications. Future work intends to enhance the
reliability and security of the proposed system.
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